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At Chicago Pneumatic, our goal is to deliver best-in-class global service and local support N

to industrial customers through a dedicated product portfolio and a strong networkess
of authorized distributors. We generate added value by delivering the best solution
to your needs based on decades of experience.

Chicago Pneumatic’s dedication to the general and heavy industries
A ( :O I\/I PI I I I spans decades.

Reliable performance and safety are key drivers for all our industrial
I N D U ST R I A L products development. Whether it's the use of reinforced materials
and motor structures, ergonomic designs, or easy-to-use controls for
more accuracy, it all contributes to a safe and efficient product that
TOO LS A N D gets your productivity at the top, no matter how tough the conditions.
E U I P E N T With Chicago Pneumatic best operating practices become your own.
O F F E R Chicago Pneumatic helps make tough jobs easier:

m Products: productivity, ergonomics, safety, robustness and ease of use

m Service: best-in-class support with fast local service

m Expertise: expert advice based on decades of experience, from
factory to field, through certified quality testing and training

m Pricing: maximum value for money

m Parts: original spare parts and services

m Availability: fast and easy delivery through a dedicated global
production and distribution network




Chicago
Pneur%atic 3
, i
--_-'_'__._,--'F-—F_ o "\ﬁ_ .
’ \ _'.n" v

It's simple, really. You have work to do, and customers to serve.

Chicago Pneumatic is there to help you get the job done,
without compromise.

INDUSTRIAL HYDRAULIC
BOLTING

MATERIAL
EQUIPMENT REMOVAL
HIGH TORQUE SOLUTIONS




Jump Into the Chicago Pneumatic
Online Services

We have launched a new website to make it easier for you to
find the right tool for the job within our extensive portfolio of
power tools.

In addition to a fresh look and more modern design, the website features new content
and improved site architecture for an enhanced browsing experience.

You will now be able in one-click to find a specific product
or access expert advice. A quick search function will help
you pull up relevant information using a keyword or product
reference number.

Awealth of information is at your fingertips. The Expert Corner area contains everything
from top tips on product selection to maintenance advice, as well as information about
the correct use and application of power tools to protect operator wellbeing.

Our new website has been designed for ease of use and speed of access regardless of
whether it is browsed from a laptop, desktop, tablet or mobile phone, ensuring a better
experience for professionals on the go like you. It is more responsive to local customer
needs and sharing via social networks is much easier to achieve.

Go check it out at www.cp.com

Dedicated online resources
for our distributors

eConnect: fast, easy and
secure

Our eConnect platform allows you to have
access to:

* Our stock for each product

* Your prices

* Your order tracking

» Products information with their technical characteristics,

spare parts and accessories
* Product exploded views
Benefits and features:
Time saving: CP Cloud:

» Search our product catalog easily 1

* Ability to copy and rename an existing basket if you order ded I Ca‘ted
often the same products extran et

Great Information availability: Your unique extranet, to get

* Look for price and availability on selected items access to high value information
* Search for open orders, back orders and service orders to about products, training and

verify order status communication campaign materials:
* Print out packing list, track and trace shipments. www.cp.com/cloud

» Search and keep track of your invoices
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QR CODES

On most pages, QR codes let you extend
your reading and get more information
about our products in seconds.

Flash them with your smartphone and
enjoy!
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Original CP parts and genuine accessories are available for your Chicago Pneumatic tools.
Follow this logo to find the dedicated spare kit and accessories selection listed at the end of
each product section.

CATALOG

Tabs
Quickly find
product

Ranking categories

Find the right tool

to fit your application

New product

focus with

QR code

Features

& benefits
Main product
features,

& how they help
the operator
product(s)

CP genuine in the range

accessories
with parts
found on last page
of each section

Specification chart Tips
find part number Advises based on
for ordering customer experience

EASILY FIND THE TOOLS YOU
NEED TO GET THE JOB DONE!

GENERAL
WMANTENANCE

=

FEATURES »

This catalog is also available online at http://qr.cp.com/catalogs
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P> IMPACT WRENCHES

An impact wrench delivers a series of rotary blows to a fastener, producing
torque. Chicago Pneumatic impact wrenches offer optimal power-to-weight
ratio, fast rundown and great user comfort.

’ RATCHET WRENCHES

For fastening applications in tight and difficult to access areas, CP offers a wide range of
ratchet wrenches with various square drive sizes with up to 90 ft-lbs. (122Nm) of torque.

HOW TO SELECT YOUR BOLTING TOOL?

Choosing your Handle

; D-Handle
D-Handle Inside Outside

FEEl Trigger (D I 'T) Trigger (D O T)

Step 1 Step 2 Step 3
Applications Sockets Tools

» Materials » Type » Clutch type
» Joint types » Size » Handle type

» Bolt @ & Grade » Access » Square drive
» Torque & socket retainer

» Duty » Torque

Select the clutch type best for your application

1

DYNA-PACT ‘\ o 2-Jaw:
(Pin clutch): i @ 131 ’ Progressive

ultimate torque

for the smoothest
comfort and best control.
Excellent performance
either on soft or on hard joints.

Excellent on - -
hard joints

with smooth

operation.

Twin Hammer: : @ ;

(Double Dog): J . ' Rocking dog:
All around clutch ¢ A (Pinless or double):
with a high QT @’b’ Good on very soft joints
ultimate torque and high providing high speed rundown.

power/weight ratio.

Choose your retaining system

A wide selection of retainers provides from versatility to safety for every type
of application - all with power, speed and comfort.

FROM VERSATILITY TO SAFETY

Quick Change for Pin Retainer for
screwdriver bits or bits sockets dedicated applications

Friction Ring for rapid Hole for pin o-ring
socket change type retention

Integral Spline with integral push
button retainer. Maximize torque
transfer and socket life

Dual (Hole + Friction)
for versatility




Impact Wrench Torque Ranges

INDUSTRIAL RANGE

e CP6728 CP6738 CPG0GO-PISHR |  CPGOTO-P1SH | CPOGH1PRLSIPASEL CP6135-D80 CP6240-T120
CPB500-RSIRSR CPG768EX-P18D | CPOG1PRSHASEDIPASED :  CPOG11-D28L CP6130-T70
CP6T48EX-P11R CP0611-D28H CP6120-D35L CP6120-D35H
CPG778EX-P18D CP6135-D80
CP6300 CP8252-RI-P CP9561 CP6910-P24 CP6930-D35
CP8222-RI-P CP8242-RI-P CP8272-DI-P CP6920-D24
CP8232-QC rr1he | CP9541/42 CP6763 CP6773 )
: CP6763-D18D CP6773-D18D
CPTTH cPT2eH L cras
CcP721 : Y
cPT21
BOLTS TABLE (IMPERIAL)

GRADE 5 @ ! 3 6 1" 18 28 43 55 97 155 230 340 480 660 860
GRADE 8 @ ! 8 16 28 46 70 110 140 250 405 600 770 1,080 1,470 1,950
GRADE  f7— N
asuasza (L)) . 1 23 40 65 99 159 198 350 566 848 1,245 1,750 | 2,375 3,125
ASTM A325% - - - - - - 200 355 570 850 1,060 1495 1,960 | 2,600
ASTM A490* - - - - - - 250 435 715 1,070 1,680 | 2,125 | 2,780 | 3,700
*Note: ASTM A325 and ASTM A490 bolts are used on structural steel applications. Torque and tension values are based on running the nut beyond
the proof load of the bolt by turn-of-the-nut method.
BOLTS TABLE (METRIC)
M6 M8 M10 M12 M14 M16 M18 M20 M22 M24 M27 M30 M36 M42 M45 M48
! 9,8 24 47 81 128 197 275 385 518 665 961 1,310 | 2,280 | 3,640 | 4,510 | 5,450
! 14 33 65 114 181 277 386 541 728 935 | 1,350 | 1,840 | 3,210 | 5,110 | 6,340 | 7,660
! 17 40 79 136 217 333 463 649 874 | 1,120 | 1,620 | 2,210 | 3,850 | 6,140 | 7,660 | 9160

Torque recommendations :

The torque is important to ensure the required clamping force.

The table shows the recommended max tightening torque for the most common types of screws and bolts: untreated, oil-smeared screws
(friction coefficient = 0,125) with metric coarse thread.

The torque corresponds to approximately 62% of tensile stress.

M-Threaded screws and bolts
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I WORKING TORQUE RANGE
I vAx. TORQUE

@
CP7830HQ 00012

3/8" 1/2" 5/8" 3/4" 718" 1"
BOLT GRADE 5-SAE* | | L L
-| * T T T T T T T T T
BOLT GRADE 10.9-1SO M8 M10 M12 M14 M16 M18 M20
3/8” - 1/2” Square Drive - Ratchets

CP825T [54516-21) ; : : : : :
CP828 0s00s70) | | | | | |
CP828H 1050(1370) | | | | | |
CP7830Q i 1 1 1 1
| | | | |
| | | | |

1/4” - 3/8” - Mini 1/2" Square Drive - Impact Wrenches
CP7711/7721 [61650(G580) I 1 (110)

| | | | |
CP721 155507268 M I 7 (102) 1 1 1 1 1
CP7722 55657288 <0 (122) | | | | |
CPB300 RSR 07 I W 0 ) 3 3 3
cP6728 1 2 ORGS0, S 5 475 !
CP724H/726H [40:170/(54=280), I N, 200 (271) | | | |
CP8222 & 32 series 16025507400 I 3:2 (450) 1 1
CP7732/31 3 — 415 (563) 3
Torque ft.Ib 0 7‘4 148 220 2535 37‘0 453
(Nm) (100) (200) (300) (400) (500) (600)

314" 1 1 138 12

BOLT GRADE 5-SAE* | | | | |

BOLT GRADE 10.9-1S0 MIZO MI24 MI27 MISU MI36 MlIlZ
CP8242 series 160295 (80400 M I 406 (550) . | | i i i 1
CP9541/CP9542 — 450(610) l ; ; ; ; ; ;
CP6500 series _ 625 (850) i i i i 1 1
CP8252 series 1020555 0e750 5 N 70 (55) 3 3 ! ! ! !
CP6748EX [ 130°560/(L805760) % I 300 (1085) ! ! ! ! ! !
CP9561 _885 (1200 | | | | | |
CP6738 B0:260/(¢10-3SO)M | 350 (475) ‘ l l 1 j j j
CP6060 & 70 series 200:900/(270-5220) s I 1100 (1490) l 1 i 1 1
CP6763/73 2GS0 SEZS0  S 00 (5%) | | ! | |
CP8272 series S SO S I 7 (55) i ! ! 3
CP6910 & 20 series — 1920 (2600) | | 2800 (3790)|
CP0611 series | | 9008002205240 I 2500 (3790),
Torque(,ff,‘rlg ° ) (1‘6'00) (iiégg) (5:333) élgégy élgég) (5;238) (iiggg)

11 112 2 21 3
BOLT GRADE BB ASTM-A354 1 1 1 1 1
BOLT GRADE 10.9-150 MI24 M|36 rvulaz M!15 MtIIB MISZ Mlae MISO MI76

112 - 2-12" Square Drive - Impact Wrenches

CP6930-D35 445:1950/(600:2650) M I 2575 (3900) | j j 1 |
CP6120 series _3600 (4880) 1 | | |
CP6135-D80 7055 E0050Y 5555 I 5900 (400) 1 } }
CP6130-T70 ! et S —— I !
CP6240-T120 3 i l— _ 1840 (25000)
‘ ‘

Torque ft.lb 740 2,580 3,700 6,640 9,590 11,060 18,440

(Nm) 0 (1,000) (3,000) (5,000) (9,000) (13,000) (15,000) (25,000

* The above estimated bolt grades recommendations are only offered as a guide. Use of its content by anyone is the sole responsibility of that person and they
assume all risk. Due to many variables that affect the torque-tension relationship like human error, surface texture, and lubrication the only way to determine the
correct torque is through experimentation under actual joint and assembly conditions. Please, contact your CP contact for a live demonstration.



Impact 1/4" & 3/8"

CP/21 CP/7721

COMFORT

CP7711 15% SMALLER THAN
L Some ,ea,u,esa ANY OTHER BUTTERFLY
FEATURES CP7721 with 1/4" |MPACTS

square drive
m Rocking dog clutch in oil bath

m Built-in power regulator

= Ergonomic handle FEATURES
m 5.5in. /140 mm length, provides easier
BENEFITS access to hard to reach places
= Smooth operation and good durability m 1.16 Ibs. / 0.53 Kg
m Comfort and compact for easy access m 80 ft.Ibs. / 110 Nm in reverse
m Great tool on soft joints for general
maintenance BENEFITS
m Compact
m Lightweight
m Powerful

CP7721

GENERAL INDUSTRIAL SUPER
ﬁ MAINTENANCE ﬁﬁ MAINTENANCE & PRODUCTION INDUSTR\AL ‘

BLOWS | FREE | WORKING TORQUE 'MAX TORQUE AIR CONS. | VIBRATION LEVEL | SOUND | SOUND = AIR
PART NUMBER | PRIVE |per vin | speen (FW) (REV) REIMEICLIY LG @LOAD 15028927 (W/S2) | PRESS. POWER | INLET

rpm b kg in. mm cfm 1SO 15744 - dB(A) in.
cP721 T021963 | 3/8 | 1620 |11,000] 550 . 7-68 | 75 102 |26 1.2 |58 146/ 10 | 47 33 | 87 98 |14
cP7711 894107 7110| 1/4 | - [15000(6.6-59° 9-80 | 81 110|11 05|55 140| 6 4 10| 92 103 |4
CP7721 894107 7210| 3/8 | - [15000[6.6-59: 9-80 | 81 1110 |11 05|55 140| 6 4 10 | 92 | 103 | 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.
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Impact 3/8" & 1/2"

CP6300 RSR CP724H

BOLTING

POWERFUL,
LIGHTWEIGHT
AND DURABLE 3/8"
FOR INDUSTRIAL

COMPACT & DURABLE

FEATURES
m Pin clutch mechanism in oil bath

APPLICATIONS m Single handed push button forward / reverse

m Curved handle with Thermo-Plastic Rubber
CP726H injected in housing for a durable and

FEATURES Same features comfortable grip.

m Powerful Single Dog clutch as CP724H with

m Perfect control with a 4-position regulator 1/2" square drive BENEFITS

m Aluminum body and steel clutch housing m Compact
m Durable

BENEFITS m Easy to handle

m Powerful torque delivery
m Compact and lightweight for operator

. . . (Y]
m Durable housing for versatile applications e _
$S3113 metric 894 016 4446 13
$S3012 imperial 894 016 4452 12

See more information about sockets on page 32-33

CP6300RSR

GENERAL INDUSTRIAL SUPER
‘ MAINTENANCE MAINTENANCE & PRODUCTION ﬁ**'* INDUSTRIAL ‘

MoDEL | PaRTNUMBER | PRIVE |Pe | sremn WORKITEV\/T)ORQUE MA)i;(E)\T)Q UF NETWEIGHT | LENGTH Agfo%s' R ow sy | PRESS. POWER INLET

in rpm fth | Nm ftb | Nm b cfm | s K ISO 15744 -dB(A) | in.

CPB6300RSR | T025285 3/8 | 1,800 |6,800{40-150 54-203 | 180 (243 |35 16| 6 152| 14 66| 5 | 1.6 | 90 : 101 | 1/4
CP724H 894 1007241| 3/8 |1,680 |9600(68-190 92-257 [ 200 271 3.1 14 |57 146| 15 7.1 | 44 24 | 91 102 | 1/4
CP726H 894 100 7261 | 1/2 | 1,680 |9,600(68-190: 92-257 | 200 : 271 | 3.1 1 14 |57 146 |15 71| 44 24 | 91 | 102 | 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



Impact 3/8", 7/16", 1/2" & 3/4"
The CP82 Series

COMFORTABLE, ROBUST & COMPACT

= Very low noise, very limited vibration and lightweight for operator comfort
m Durable and reliable for industrial maintenance applications

m Compact for easy access in confined areas

m From 3/8" to 3/4" square drives with Ring/Dual and pin versions

CP8232-QC

€@

FEATURES

m Powerful & durable twin hammer clutch

m Composite body and aluminum clutch
housing

m 3 power settings in forward & full
power in reverse

CP8222-P

CP8222-R ‘

Same features as
CP8222-P with ring retainer

CP8222-P

GENERAL INDUSTRIAL SUPER
‘ L MAINTENANCE i MAINTENANCE & PRODUCTION INDUSTRIAL ‘

BLOWS | FREE | WORKING TORQUE |MAX TORQUE AIR CONS. | VIBRATION LEVEL | SOUND | SOUND | AIR
PART NUMBER | PRIVE | pER N | spEED (FW) GEYy) | CETREEEr | LEE @LOAD | 1502827(WS2) | PRESS. POWER INLET

in pm ftlb ‘ Nm ftlb ‘ Nm in. ‘ mm cfm ‘ I/s K 1SO 15744 - dB(A) in.
CP8222-P 615159 0180| 3/8 | 1,250 |11,500[60-295! 80-400 | 332 {450 | 26 i 1.2 | 7 177|212 10 | 58 | 24 | 89 100 | 1/4
CP8222R | 6151590230 3/8 |1,250|11,500/60-295 80-400 | 332 450 2.6 1.2 | 7 177|212 10 | 58 24 | 89 100 | 1/4
CP8232-QC | 615 159 0190 | 716" Hex. | 1,250 |11,500/60-295 80-400 332 1450 | 3.1 {14 | 7 177|212 10 | 6.6 | 32 | 89 100 | 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



CP8242-R

FEATURES

m Powerful & durable twin hammer clutch

m Composite body and aluminum clutch
housing

m 3 power settings in forward & full power in

reverse

CP8242-P

Same features as
CP8242-R with pin socket retainer

N
INTEGRATED SUSPENSION BAIL FOR USE
WITH BALANCER REDUCES TOOL WEIGHT FOR
REPETITIVE OPERATIONS. (P29)

\. J

L=

€@

SS618D metric

Chicago
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FEATURES

m Powerful & durable twin hammer clutch

m Composite body and aluminum clutch
housing

m 3 power settings in forward & full power in

reverse

CP8252-R

Same features as
CP8252-P with ring socket retainer

CP8272-D

ROBUST, COMFORTABLE
& VERSATILE

FEATURES

m Powerful & durable twin hammer clutch

m Protective cover & reinforced structure

m Composite body and aluminum clutch
housing for lightweight

CP8272-P (K

Same features as
CP8272-D with pin socket
retainer

894 016 4473 8

SS6008D imperial

894 016 7073 8

See more information about sockets on page 32-33

BLOWS
RRAE PER MIN | SPEED (FW)

pm ftlb \ Nm

PART NUMBER

FREE | WORKING TORQUE |MAX TORQUE
(REV)

ftlb \ Nm Ib kg

GENERAL e NDUSTRIAL '| SUPER
‘ MAINTENANCE A& MAINTENANCE & PRODUCTION INDUSTRIAL ‘

AIR CONS.
@LOAD

cfm ‘ a ‘

VIBRATION LEVEL | SOUND | SOUND = AIR
IS0 28927 (W/s2) | PRESS. POWER | INLET

ISO 15744 -dB(A) | in.

NET WEIGHT LENGTH

CP8242P | 615 159 0200 1,250 [11,500/59-295! 80-400 | 406 | 550 89 © 100 | 1/4
CP8242R | 615159 0240 1,250 |11500(59-295 80-400 | 406 = 550 89 100 | 1/4
CP8252-P | 615159 0210 50-750 | 700 | 950 94 105 | 1/4
CP8252-R | 615 159 0250 : 94 1105 | 1/4
CP8272D | 615 159 0260 1,000 6,500 | 184922 2501250 [1,2171,650| 7.3 = 3.3 . 9% 107 | 38
CP8272P | 615159 0220 1,000 | 6,500 | 184922 2501250 |1,217:1,650 7.3 - 3.3 | 9.1 230 18 | 155 6.8 | 96 107 | 3/8

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar)

Listed specifications are for reference only. Please check documents in each tool.

-
w

BOLTING



Impact 1/2" & 3/4"
CP9541

THE INDUSTRIAL GRADE
OF THE "CLASSIC"

FEATURES

m Fast and reliable DYNA-PACT (Pin clutch)
with oil bath

= Aluminum body and steel clutch housing

m Torque regulator at the handle
CP9542

Same features as BENEFITS
CP9541 with pin m Industrial Maintenance and Production
socket retainer m Low vibration and noise level increase
operator comfort
m Reliable pin clutch in oil bath and durable CP9541

clutch housing

CP9561

THE INDUSTRIAL GRADE
OF THE CLASSIC

FEATURES

m DYNA-PACT (Pin clutch) oil bath

= Aluminum body & steel clutch housing
m Built-in regulator on the handle

BENEFITS

m High performances, especially on hard
joints

m Operator comfort due to low vibrations and
noise level

m Reliable pin clutch in oil bath & durable
housing

% See accessories and dimensions on pages 29-31
W GENERAL ewe (NDUSTRIAL SUPER ‘
z I8 MAINTENANCE RSSE MAINTENANCE & PRODUCTION RSSS@ZS INDUSTRIAL

BLOWS | FREE | WORKING TORQUE | MAX TORQUE AIR CONS. | VIBRATION LEVEL SOUND SOUND AR
PART NUMBER | PRVE | per yin| speeD (FW) gEYy) || CErREENr e @LOAD | 15028927 (WiS2) | PRESS. POWER| INLET

in. rpm ft.lb ‘ Nm fl.lb‘ Nm b ‘ kg in ‘ mm ISO 15744 - dB(A) in.
CP9541 615190 9541 | 1/2 |1,100 |8,900 [25-320: 34-434 | 450 610 |55 25|66 168 | 13 i1 6.1 | 55 | 25 | 89 | 100 | 1/4
CP9542 6151909542 | 1/2 |1,100 (8,900 [25-320 34-434 610 |55 25|66 168| 13 61| 55 25 | 89 = 100 | 1/4
CP9561 615190 9561| 3/4 | 900 [5500 150700 200-950 | 885 1,250/ 11.1. 5.1 | 85 216 | 30 14.1| 7.7 = 24 | 100 = 111 | 3/8

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



2 DROPS OF OIL (CP PROTECTO-LUBE) WILL PROTECT YOURAIR
MOTOR FROM CORROSION AND INCREASE TOOL LIFE

THE OIL BATH CLUTCH MECHANISM GUARANTEES A LOW LEVEL OF
FRICTION WHICH INCREASES CLUTCH COMPONENT LIFETIME

BLOWS = FREE | WORKING TORQUE MAX TORQUE

PART NUMBER | PRIVE | per viN | speen (FW)

in. rpm ft.lb

NET WEIGHT LENGTH

Nm ftlb | Nm

Chicago
Pneumatic

1/2

BENEFITS

m Best performer for Industrial Maintenance and
applications

m Operator comfort and control
even on high torque

m Extremely robust for tough
environments

CP6500-RSR

CP6500-RS

Same features as CP6500-RSR with pin type socket retainer

e

L et sace
S84114 metric 894 016 4458 14
$54013 imperial 894 016 4465 13

See more information about sockets on page 32-33

GENERAL INDUSTRIAL D SUPER
‘ MAINTENANCE ﬁ"‘{ MAINTENANCE & PRODUCTION INDUSTRIAL ‘

AIR CONS. | VIBRATION LEVEL | SOUND SOUND | AIR
(@] XeY:\b] 1SO 28927 (M/S2) PRESS. POWER  INLET

(] in. ‘ mm cfm ‘ IIs K 1SO 15744 - dB(A) in.

CP6500-RS T025214 1/2 | 1,320 (6,400 125-502 170-680 | 625 | 850 | 5.8 27 | 7 178 | 25 11.8| 8 = 25 | 96 | 107 | 1/4
CP6500-RSR | T025216 1/2 | 1,320 (6400 |125-502: 170-680 | 625 850 | 5.8 2.7 | 7 178 | 25 11.8| 8 25 | 96 107 | 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar)

Listed specifications are for reference only. Please check documents in each tool.

-
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CP6728/38/48/68/78

SUPERIOR
DURABILITY IO

RES

)
Preﬁ\““mxoo‘

Premium Composite Impact Wrenches
Designed for Intensive use

INTENSIVE USE
Steel clutch housing robust and durable

SUSPENDABLE
Bail included

RELIABLE

Long lasting steel motor

FLEXIBILITY AND SAFETY

Quick and positive socket retention

- CP6768 and CP6778 with hole and
friction ring

- CP6748 with friction rin

ERGONOMIC

Single handed control for
reverse and power setting

HIGH DURABILITY
Twin hammer clutch in oil-bath @

DUST PROOF

Bronze muffler stops

particles from getting into
the tool
(IP6 certified)
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BOLTING

NEW RANGE -
PREMIUM COMPOSITE!

CP6728-P05SR CP6748EX-P11R

\TEX CERTIFIED
P6 DUST-PROOF

FEATURES

m 3/8" Industrial Impact wrench

= Twin hammer in oil bath and steel clutch
housing for long life

m Extremely durable steel motor

FEATURES

m Twin hammer in oil bath and steel clutch
housing for long life

m Extremely durable steel motor

m Dust-proof (IP6) and ATEX certified

BENEFITS BENEFITS
CP6738-POSR m Superior durability - designed for intensive m Unique design performance for Explosive
Same features as use Environment (ATEX)
CP6728-PO5D with @ m High torque - up to 350 ft.lb (475 Nm) = Top Quality for intensive usage
1/2" square drive m Comfortable and light weight m Compact Design and light weight for

operator comfort

CP6768EX-P18D

ATEX CERTIFIED
1P6 DUST-PROOF

FEATURES

m Twin hammer in oil bath and steel clutch
housing for long life

m Extremely durable steel motor

m Dust-proof (IP6) and ATEX certified

CP6768EX-P11R Same features as 0 m Superior durability - designed for intensive use

gfﬂ?iﬁf{;’:ggve = High torque - up to 1,290 ft.Ib (1,750 Nm)
m Comfortable and light weight

GENERAL & INDUSTRIAL b b SUPER
‘ MAINTENANCE A MAINTENANCE & PRODUCTION L2020 ¢ INDUSTRIAL ‘

BLOWS | FREE | WORKING TORQUE | MAX TORQUE AIR CONS. | VIBRATION LEVEL SOUND | SOUND| AR
MODEL PART NUMBER | PRIVE | per viN| speeD (FW) ) | NETWEST LR @LOAD | 15028027 (Ws2) | PRESS. POWER| INLET

in. rpm ft.lb Nm ft.lb ‘ Nm kg b ‘ mm cfm ‘ 1SO 15744 - dB(A) in.

1,300 [11,500| 80-260 89 | 100

@ cP6728-P05R | 615 159 0550

@) cP6738POSR | 615 159 0560 1,300 [11,500| 80-260 - 89 100 | 1/4
CPG748EX-PL1R| 615 159 0570 1,200 | 8,400 | 130-560 : 180-760 | 800 11,085 5.4 : 2.4 93 | 104 | 1/4
CP6768EX-P18D] 615 159 0580 1,050 | 5,100 2001030 400-1400|1,290.1,750| 9.8 = 4.4 . 3 94 105 | 3/8
CP6778EX-P18D| 615 159 0590 1,050 | 5,100 [290-1030400-1400[1,290:1,750{ 10.1 4.6 [10.1 255| 38 18 | 9.4 24 | 94 105 | 3/8

All models: Hose int. 1/2"(13 mm) - @90PSI(@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



Impact 3/4" & 1"

The CP67X3 Series - For heavy duty maintenance

COMPACT, ROBUST & POWERFUL
FOR INDUSTRIAL MAINTENANCE APPLICATIONS

m Compact & Versatile for Industrial Maintenance applications
m Robust for the roughest environments and toughest usages
m Power enough to loosen virtually any bolt up to M27 (ISO 10,9)

CP6763

CP6763

GENERAL re INDUSTRIAL e SUPER
‘ MAINTENANCE MAINTENANCE & PRODUCTION INDUSTRIAL

BLOWS | FREE | WORKING TORQUE 'MAX TORQUE AIR CONS. | VIBRATION LEVEL SOUND | SOUND = AIR
MODEL PART NUMBER DR PER MIN | SPEED (FW) (REV) N3 el (@] XeZ\p] 1S0 28927 (W/s2)  PRESS. |POWER ' INLET

in. rpm ft.lb ‘ Nm ft.lb ‘ Nm Ib ‘ kg in. ‘ mm cfm ‘ I1SO 15744 - dB(A) in.

CP6763 615159 0400 | 3/4 | 900 |6,300 260-950 350-1290|1,20011,630{12.1} 5.5 | 8.7 1 222 | 30 i142| 94 | 1.3 | 96 | 107 | 3/8

All models: Hose int. 1/2" (13mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.




Chicago
Pneumatic

-
©

O
Z
Strong and durable [
1300 ft.Ibs (1700 Nm), metal housing and steel motor C_)I
Flexibility Userfriendly o0
Hole and y
ring retaining

system

Comfort
Ergonomic
grip
m |deal for many industrial MRO
Ergonomic and m Good ergonomics giving less operator's fatigue
Robust durable m Hole and ring retaining system

Steel clutch housing

Power setting in metal,
Aluminium motor housing

accessible from both sides,

robust reverse setting
Good access

Short and compact design, v vonly 11,4 inches (290 mm) long

CP6773

FEATURES CP6763- D
m Short dimensions and narrow side-to-center
for easy access
m Robust steel clutch housing
m Powerful twin hammer clutch: 1,200 ft.lbs

(1,630 Nm) CP6773-D18D

Same features as
CP6763-D18D with
1" square drive size

S$S814D metric 894 016 6016 4

SS808D imperial 894 016 4479 8

See more information about sockets on page 32-33

Q (% See accessories and dimensions on pages 29-31

GENERAL INDUSTRIAL
‘ MAINTENANCE 120 MAINTENANCE & PRODUCTION &2

SUPER
=8 INDUSTRIAL

DRIVE BLOWS | FREE = WORKING TORQUE MAX TORQUE
MODEL PART NUMBER PER MIN | SPEED (FW) (REV)

AIR CONS. | VIBRATION LEVEL | SOUND | SOUND | AIR
NETWEIGHT | LENGTH | "5 0AD | 15028927 (MiS2) | PRESS. POWER| INLET

mm | cm | s a | K ISO 15744 -dB(A) | in.

6,600 [250-1070:340-1450|1,30011,760| 14.5 6.6 | 11.4 | 290

rpm ft.lb N}

12
CP6773 6,300 | 260-950 350-1290|1,2001,630/ 12.3 5.6 | 8.8 §228 3/8
CP6773-D18D | 615 159 0650 6,600 |250-1070:340-1450(1,300:1,760 147 6.7 |11.4 290 12

All models: Hose int. 1/2" (13mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



CP6070-P15H

THE BEST COMPACT
& LIGHT WEIGHT SUPER
INDUSTRIAL 1"

FEATURES

m Reliable 2-jaw clutch

m Aluminum body & steel clutch housing

m Hole type socket retainer with O-Ring for

r

m Progressive torque tha

m Unmatched durablllty
housing

m Operator comfort and smooth contro

due to great ergonomics even at high Safety
torque levels
BENEFITS
m Progressive Performances thanks to the
2-Jaw clutch

m Superior Quality resisting to worst
conditions and usages

m Unmatched comfort & lightweight for the
Safety First

CP6060-P15H

CP6060-P15R

Same features as
CP6060-P15H with ring retainer

teYe)
S e e som
$S618D metric 894 016 4473 8 "
SS6008D imperial 894 016 7073 8 CP6060-P15H

See more information about sockets on page 32-33

® % See accessories and dimensions on pages 29-31
GENERAL INDUSTRIAL SUPER
S ‘ MAINTENANCE MAINTENANCE & PRODUCTION **‘7 INDUSTRIAL ‘

BLOWS | FREE = WORKING TORQUE 'MAX TORQUE AIR CONS. | VIBRATION LEVEL | SOUND SOUND | AIR
PART NUMBER RRLE PER MIN | SPEED (FW) (REV) ETMEICHT] LENCTL (@]XeZ.\p] 1S0 28927 (Ws2) | PRESS. |POWER | INLET

in. rpm fth | Nm ft | Nm b | kg i mm | cfm | Vs a | «k ISO 15744 -dB(A) | in.

MODEL

CP6060-P15H | 615 159 0090 1,100 | 4,000 | 200-900 i270-1220|1,100i1,490 11.7 5.3 | 8.7 | 222 | 52. 3/8
CP6060-P15R | 615 159 0100 1,100 | 4,000 | 200-900 :270-1220(1,100:1,490 11.7§ 53 |87 %222 52. 3/8
CP6070-P15H | 615159 0110 1,100 | 4,000 | 200-900 :270-1220/1,100:1,490 119 54 |89 227 529 25 3/8

All models: Hose int. 1/2" (13mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



Chicago
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Pneumatic

Impact 1" & 1-1/2"

The CP69 Series

BOLTING

POWERFUL, FAST & ERGONOMIC

m Reliable & powerful oil bath Pinless Rocking Dog clutch
m Operator comfort with many ergonomic features
m 3-part construction for reducing downtime maintenance

CP6910-P24

FEATURES

m Oil Bath Pinless rocking dog clutch

m D-type side handle with Rubber grip

m Metal trigger & reverse knob for longer durability

CP6930-D35

POWERFUL, ROBUST

& COMFORTABLE 1-1/2" SSB14D metric 894 016 6016 4
IMPACT FOR INDUSTRIAL S$S808D imperial 894 016 4479 8
MAINTENANCE

See more information about sockets on page 32-33

FEATURES

m Durable twin hammer clutch with oil bath
m Reversible and teasing steel trigger

m 4-position power regulator

BENEFITS

m Powerful and durable twin hammer clutch with
oil bath

m Robust aluminum housing with steel trigger

m Operator comfort and control with 4-position
regulator and side D-handle

PER
INDUSTRIAL

GENERAL INDUSTRIAL Sul
‘MAINTENANCE MAINTENANCE & PRODUCTION RS

DRIVE BLOWS | FREE | WORKING TORQUE MAX TORQUE NET WEIGHT LENGTH AIR CONS. | VIBRATION LEVEL | SOUND SOUND @ AIR

PART NUMBER PER MIN | SPEED (FW) (REV) @LOAD 15028927 (WiS2) | PRESS. POWER | INLET
I1SO 15744 - dB(A) in.

rpm ft.lb ‘ Nm ft.lb ‘ Nm ‘ mm cfm ‘ IIs

CP6910-P24 | 615159 0070 108 | 1/2
CP6920-D24 |615 159 0080 650 5,000 370-1,5550: 500-2,100 |1,920 100 1M1 | 12
CP6930-D35 | 615159 0390 | 1-1/2 | 850 |4,300 |445-1,950: 600-2,650 |2,8753,900] 31.6 14.4|17.3 440 | 64 102 13 | 172

All models: Hose int 5/8" (16 mm) - @90PSI(@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



Impact 1" & #5

The CP0611 Series

THE BEST SUPER INDUSTRIAL 1"

m Maximum productivity thanks to the 2-Jaw clutch
m Perfect design gives very high torque and unique ergonomics
m Unmatched durability with reliable mechanism and durable housing

CP0611P RLS

SPLINE

THE BEST SUPER
INDUSTRIAL WITH
SPLINE #5

FEATURES

m Reliable 2-jaw clutch with the highest blows per
minute (BPM)

m Full teasing trigger for a better control

m Durable aluminum body & robust steel clutch
housing

BENEFITS

m Spline #5: avoid loss of torque, reduce
vibrations, increase durability of anvil

m Progressive torque thanks to the 2-Jaw clutch

m Operator comfort and control thanks to perfect
ergonomic design even at VERY high torque

SS814D metric 894 016 6016 4
C PO 6 1 1 P RS SS808D imperial 894 016 4479 8
See more information about sockets on page 32-33

ACCORDING TO APPLICATION AND/OR JOINT
TYPES, SOME CLUTCH MECHANISMS OFFER
CONTINUOUS AND PROGRESSIVE TORQUE
SUCH AS CP'S PATENTED 2-JAW CLUTCH

9 % See accessories and dimensions on pages 29-31

GENERAL INDUSTRIAL
‘ La82d &PRODUCTION RABARAY

SUPER
INDUSTRIAL

DRIVE BLOWS | FREE = WORKING TORQUE | MAX TORQUE NET WEIGHT LENGTH AIR CONS. | VIBRATION LEVEL SOUND SOUND AIR

MODEL PART NUMBER PER MIN | SPEED (FW) (REV) @LOAD 15028927 (M/s2) | PRESS. POWER ' INLET
cm | Us a | « 1SO 15744 -dB(A) | in

in. rpm ft.lb Nm ft.lb ‘ Nm Ib (] in. ‘ mm

CP0611P RS |615 159 0050 1,020 | 3,500 [900-1,800; 1,220-2440 [2,8003,790/ 23.1 1 10.5|10.7 272 | 48 122.6| 16.8 | 4.7
CPO611P RLS | 615159 0060 | #5 | 1,020 |3,500 |900-1,800: 1,220-2.440 [2,8003,790| 23.1 1 10.5|10.7 272 | 48 22.6| 16.8 | 4.7 : 1/2
All models: Hose int 5/8" (16 mm) - @90PSI(@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.




Chicago
Pneumatic

N

CP0611-D28L

BOLTING

SPLINE

THE SUPER INDUSTRIAL
IN RENEWED DESIGN

FEATURES

m Reliable 2-jaw clutch with the highest blows per
minute (BPM)

m Full teasing (inside) trigger for a better control

m Durable aluminum body & robust steel clutch
housing

m Operator comfort and control
thanks to perfect ergonomic
design even at VERY high torque

m Compact design for easy access

BENEFITS

m Spline #5: avoid loss of torque, reduce vibrations,
increase durability of anvil

m Progressive torque thanks to the 2-Jaw clutch

m Operator comfort and control thanks to perfect

ergonomic design even at VERY high torque

CP0611-D28H

# CPO611P RS

\

®

' GENERAL ' (NDUSTRIAL % SUPER
‘ MAINTENANCE L0 MAINTENANCE & PRODUCTION INDUSTRIAL ‘

BLOWS | FREE | WORKING TORQUE MAX TORQUE AIR CONS. | VIBRATION LEVEL SOUND SOUND | AIR
MODEL PART NUMBER IR PER MIN | SPEED (FW) (REV) RETREICHT e @LOAD 150 28927 (Ws2) | PRESS. POWER  INLET

in. rpm ft.lb ‘ Nm ft.lb ‘ Nm Ib ‘ kg in. ‘ mm ISO 15744 - dB(A) in.
CP0611-D28H | 615 159 0160 1,020 | 3,500 |900-1,800 1,220-2440 [2,8003,790/ 22.9 1 10.4 | 14.2 360 :
CPO611-D28L | 615159 0170 | #5 | 1,020 | 3,500 |900-1,800° 1.220-2.440 [2,8003,790/22.9 10.4| O 360 1/2

All models: Hose int. 5/8" (16mm) - @90 PSI (@6.3 Bar) Listed spéciﬁcations are for reference only. .Please check docufnents in each tool.




CP6120-D35H/L

HIGH |
S ¢
POWER  gniolE
. AND T RE
ERGONOMICS gt *@J

1 1/2* Premium industrial Impact Wrenches
The most productive tool for intensive use

POWERFUL
- Max torque 3600 ft.Ibs - 4880 Nm

ROBUST

- Steel clutch housing
- Aluminium motor housing

USER-FRIENDLY

- Very comfortable side handle,
easy to use and carry around

COMFORT
- Ergonomic grip

2-JAW: POWER AND
COMFORT

- The CP solution for the most
intensive applications
- Minimize side vibrations

IMPROVED ERGONOMICS
- Exhaust directed away from the operator

DURABLE AND ERGONOMIC
- Robust and intuitive reverse setting




N

Chicago
Pneumatic

BOLTING

The CP6120 Series

THE MOST PRODUCTIVE 1-1/2"

m Operator comfort and control thanks to great ergonomics even at
VERY high torque

m Progressive torque due to the 2-jaw clutch
m Unmatched durability with Reliable mechanism & durable housing

m Excellent durability

CP6120-D35H

CP6120-D35L CP6120-D35L

Same features as CP6120-D35H

GENERAL INDUSTRIAL P SUPER
‘ MAINTENANCE Lot ¢ MAINTENANCE & PRODUCTION INDUSTRIAL ‘

BLOWS | FREE | WORKING TORQUE /MAX TORQUE AIR CONS. | VIBRATION LEVEL |SOUND SOUND @ AIR
MODEL PART NUMBER DRIVE PER MIN | SPEED (FW) (REV) NEEICL = NET @LOAD 10 28927 (W/S2)  PRESS. POWER INLET
cfm ISO 15744 -dB(A) | in.

60 128.3(21.8 | 11.8
60 283|218 11.8 1/2

Listed specifications are for reference only. Please check documents in each tool.

[ rpm ft.lb
CP6120-D35H | 615 159 0120 | 1-1/2 | 960 |3,500 [600-2,000.815-2,710(3,6004,880| 34.5: 15.7 | 16.5 420
CP6120-D35L [615159 0130 #5 | 960 |3,500 [600-2,000 815-2,710(3,6004,880|34.5: 15.7 | 16.5 420
All models: Hose int. 3/4" (19mm) - @90 PSI (@6.3 Bar)




= Monster power in a lightweight and compact design
m Premium quality for the most demanding applications
m Smooth operation thanks to the teasing trigger

CP6135-D80

CP6135-D80OL

Same features as
CP6135-D80 with Spline #5 output

CP6135

GENERAL INDUSTRIAL
‘MAINTENANCE “*"* MAINTENANCE & PRODUCTION RSBZ@

BLOWS | FREE | WORKING TORQUE | MAX TORQUE AIR CONS. | VIBRATION LEVEL | SOUND | SOUND| AIR
MODEL PART NUMBER | PRIVE | bR vin | speeD (FW) REV I AR =G @LOAD | 15028927 (iS2) | PRESS. POWER | INLET

in. rpm ftlb \ Nm ft.b \ Nm Ib i cfm \ K ISO 15744 - dB(A) in.

CP6135:D80L | 615 159 0660 | #5 | 750 |2,800 | 7404055 10005500 5,9008,000[35.3 16 | 16 408 845 40 | 136 22 | 98 . 109 | 1/2

All models: Hose int. 3/4" (19mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.



Chicago

N
~

Pneumatic

BOLTING

CP6130-T70 @

POWERFUL, DURABLE
& COMFORTABLE 1-1/2"
T-HANDLE IMPACT

WRENCH
~ mIncredible breaking torque 1

FEATURES Maintenance & Production applications

= Reliable Double Rocking Dog clutch for all m Extreme durability: Resistant parts, reliable mechanisms
Joint type & robust housing

m 5-position regulator, progressive trigger & easy m Operator comfort: smooth control, low levels of vibration
reverse & limited noise

m Suspension hole for easy hoist/balancer
attachment

BENEFITS

m Incredible breaking torque (up to M56) for
Industrial Maintenance & Production applications

m Extreme durability: resistant parts, reliable
mechanisms & robust housing

m Operator comfort: smooth control, low
vibration & limited noise

CP6240-T12

CP6240-T120

GENERAL INDUSTRIAL SUPER
MAINTENANCE A MAINTENANCE & PRODUCTION INDUSTRIAL ‘

BLOWS | FREE | WORKING TORQUE | MAX TORQUE AIR CONS. | VIBRATION LEVEL |SOUND 'SOUND = AR
MODEL PART NUMBER | PRIVE |per vin | speen (FW) Ry | A et @LOAD | 15028927 (MS2) | PRESS. POWER INLET

in. rpm ft.lb g n. ‘ mm cfm ‘ 1SO 15744 - dB(A)
CP6130-T70 |615159 0010 | 1-1/2 | 900 |4,000 24305240} 3,307,100 ! !
CP6240-T120 | 615 159 0020 | 2-1/2 | 800 |3,000 3760-150: 5100-12400 | 18440 25000 [132.0. 60 |24.1 610 |74.9:35.3| 4.5 1.5 | 107 118 1

All models: Hose int. 1" (25mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.




CP825T

SMALL & DURABLE

FEATURES

m Progressive tease throttle

m Small ratchet, only 6.5" (165 mm) long
m Convenient forward and reverse button

BENEFITS

m Ratchets for General Maintenance
m Ideal for tight access applications
m Compact and lightweight

FREE | WORKING TORQUE
SPEED (FW)

rpm ftIb \ Nm ft.lb

PART NUMBER | PRIVE

CP7830HQ |894 107 8308 | 1/2 = 190 | 10-90 13-122| 90
CP7830Q (894107 8306| 3/8 i 190 | 10-90 '13-122| 90
CP825T T023190 | 3/8 200 | 515 721 | 15
CP828 T022708 | 3/8 150 | 10-50 13-70 | 50
CP828H T022970 | 1/2 150 | 10-50 13-70 | 50

MAX TORQUE

Nm
122
122
21
70
70

NET WEIGHT

CP828H

CP828 DURABLE
Same features as

CP828H with 3/8"

Square Drive FEATURES

m Durable aluminum alloy design

m Features CP's patented TriSpring anti-slip
head design

m Grease fitting on the reverse lever

BENEFITS

m General maintenance and excellent
durability

m Great power up to 50 ft.Ibs (70 Nm)

m General maintenance and excellent
durability

CP7830HQ

CP7830Q POWERFUL,

Same features as COMFORTABLE

VCVITh7 i‘?gf—ls?yuare drive & DURABLE
FEATURES

m Adjustable side exhaust, low noise
m Progressive tease throttle
m Highest torque on the market: 90 ft.Ibs (122 Nm)

BENEFITS

m Ratchet for General Maintenance applications
m High torque & durable

m Light weight and well balanced tool

GENERAL " (NDUSTRIAL - 'S SUPER
L= MAINTENANCE 120 MAINTENANCE & PRODUCTION INDUSTRIAL ‘

AIR CONS VIBRATION LEVEL
@FREE SPEED SO 28927 (M/S2)

kg b ‘ mm cfm ‘ IIs

SOUND SOUND  AIR
PRESS. POWER INLET

ISO 15744 - db(a)

LENGTH

27 12| 12 210 87| 41 14 | 8 = 96 |1/4
27 12| 12 210 87| 41 14 | 85 9 |14
19 09|65 10 51| 3 12 | 8 = 98 |14
24 11|10 150 71| 32 13 | 97 108 |14
24 11]10 254 [150 | 71| 32 13 | 97 | 108 |1/

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar)

Listed specifications are for reference only. Please check documents in each tool.



Kits - Accessories

INCLUDED ACCESSORIES

Chicago

Pneumatic

DESCRIPTION CP8222/32/42 CP8252 CP8272 CP6060 CP0611 CP6910/20 CP6120
Retainer ring with steel insert - - - C155472 C134692 C134695
Support handle - - - CA048548 205 053 1433 CA048548
Band-Handle - - - - C116388 - C119061
Screw-Allen Cap - - - €064806 - P073025
Suspension Hook 205 055 6993 205 055 7153 205 055 9893 - - 894 016 6788 -
Protective Cover 205 053 3633 205 053 3643 205 053 3653 - 205 055 4943 -
OPTIONAL ACCESSORIES
PERFECT PACK

PERFECT PACK CONTENT
e
- —im ._f'r
= ¢

) PERFECT PACK PART NUMBER 615 812 0120
ALWAYS GET THE BEST CONDITIONS
FOR YOUR APPLICATIONS ITEM INCLUDED SPECIFICATIONS PART NO.
Airflex 1/2" NPT 894 017 1567
» SUFFICIENT PRESSURE
Whip 1/2" NPT 1/2" NPT CA049270
» CONSTANT AIRFLOW so
Nipple 1ISO6150B 11 mm 1/2" Fem 615810 5870
» PROPER COUPLINGS AND NIPPLES PP
EF Coupling ISO6150B 11 mm Hose Con. 16 mm 615 810 5480
» CORRECT CONNECTION TO THE TOOL ) =20
(AS RECOMMENDED IN THE OPERATOR MANUAL) Effi Max Hose 5/" (16mm) - 20 m 615 810 9010
» BETTER ERGONOMICS Pressure Clamp HD x2  For rubber 22-25 mm 615 811 0050
\_ Y Nipple 1IS06150B 11 mm Hose Con. 16 mm 615810 6200
EF Coupling ISO6150B 11 mm 1/2" Male 615810 5100
FRL 2 stages 1/2" NPT 894 016 8517
FRL Stand For 1/2" metallic FRL 615812 0450 ol
QOil Bottle ProtectoLub 120 ml CA149661 E ‘%
Gloves XL size 8940158619
INLINE OILERS
THREAD MAXIMUM Il Plug Oi
MODEL NUMBER CAPACITY SIZE WORKING PRESSURE FllPlug Oing. : Fill Plug
Qil reservoir
618 812 0480 30 ml (0.008 gal) 1/4" BSP 34.0 bar (500psi) Ol level sight
glass
615 812 0490 40 ml (0.010 gal) 1/2" BSP 34.0 bar (500psi) Sight glass
Oil regulator / lock nut
615 812 0500 110 ml (0.029 gal) 3/4" BSP 18.0 bar (260psi) valve

Regulator gasket

Sight glass seal

N

BOLTING



OPTIONAL ACCESSORIES

Lo

13.8" (350mm)

" (130mm)

¥

Spring
retractor

o

-

RETAINER RING 1/2" SQUARE DRIVE
WITH STEEL INSERT

One piece retainer made with polyurethane and a steel ___

inserts. Better safety than traditional retainers CP6500 1/2" square drive with 2" (50mm) CA148629
extension and friction ring retainer
-——- OIL PROTECTO-LUBE
3/4" 1-1/4 C155467
3/4" 1-7/16 36 C155468 __
34" 1-5/8 4 C134690 Qil for cleaning motor parts (0.12L) CA149661
34" 1-3/4 44 C134691 Oil for cleaning motor parts (0.59L) CA000046
34" 2 51 C155585 Oil for air lubrication (3.8L) P089507
1" 1-3/4 44 C155470 | !
1 2 51 155471 '
1" 2-1/8 54 C155472
1" 2-1/4 57 C134692 A
1-1/2" 2-7/8 73 C134693 Grease gun (A) C098689
1-1/2" 3-3/8 86 C134694 Clutch Grease Cartridge (400g) (B) 894 015 8456 ©
1-1/2" 3-7/8 98 C134695 Clutch Grease Tube (100g) Air Tool Qil (C) 894 015 8455 ‘
1-1/2" 4-3/8 111 C134696 " 1'!
(B)
GLOVES PROTECTIVE COVERS
gelCRETON. L meNe - wa e
Impact Gloves: Medium 894 017 1574 CP724, CP726 CA146522
Impact Gloves: Large 894 015 8618 CP8222-PI-R 205 053 3633
Impact Gloves: X Large 894 015 8619 CP8232-QC 205 053 3633
Impact Gloves: XX Large 894 017 1573 CP8242-P|-R 205 053 3633
CP8252-P/-R 205 053 3643
CP8272-P/-D 205 053 3653
CP828H CA133961
MAGNETIC TOOL HOLDER crezs (M CA140128
CP7830Q (HQ) CA147993

CP9841 894 016 6664
MAXIMUM 5,5 LBS (2.5 KG)

BALANCERS SELECTION (More balancers p208 & 209)

- ReaCtion
free
------ -

, CPO912 2244  1.0-20 1,600 8941099120  CP8222/8242
Spring CP9913 4466 2030 52 1600 15 07 8941099130 CP8252
CP9936  44-88 2040 82 2500 64 29 894109 9360 CP8272

CP9956 22309 10-14 65 2000 121 55 8941099560  CP6910/6920
Reaction CP9957 31397 1418 65 2000 143 65 894109 9570 CP6930
free CP9966  77-99 3545 65 2000 273 124 894109 9660 CP6130

CP9968 121-143  55-75 6.5 2,000 30.0 13.6 894 109 9680 CP6240



Chicago

Pneumatic

Spares & Dimensions

TUNE-UP KITS
& REPAIR KITS

MODEL TUNE-UP KIT REPAIR KIT MODEL TUNE-UP KIT REPAIR KIT
CP0611 series 205 056 3213 - CP6930D35 205 056 0813 -
CP6060-P15R 205 056 0073 - CP721 CA118880 -
CP6060-P15H 205 056 0073 - CP724H CA155218 CA155310
CP6070-P15H 205 056 0073 = CP726H CA155309 CA155311
CP6120-D35H 615 399 0710 - CP7711 895 028 0068
CP6120-D35L 615 399 0710 - CP7721 894 017 3515
CP6130-T70 894 017 1028 CP7830HQ 894 016 2552 894 015 8614
CP6135-D80 615 398 2790 CP7830Q 894 016 2552 894 015 8613
CP6135-D80L 615 398 2790 CP8222-P/-R 894 055 7013 205 052 1393
CP6240-T120 894 017 1046 CP8232-QC 894 055 7013 -
CP6300RSR C157304 C157305 CP8242-P/-R 205 055 7013 205 052 1403
CP6500RSR/RS 894 015 8638 894 015 8640 CP8252-P/-R 205 0557163 205 052 1423
CP6728/38 615 398 9140 - CP825T CA155091 CA155093
CP6748 205 056 2663 - CP8272D/P 205 0557343 -
CP6748EX-P12R 894 017 1687 - CP828 CA155086 CA155084
CP6763 894 017 1687 - CP828H CA155086 CA155085
CP6768/78EX-P18D 615 398 9420 CP9541 C137164 C137478
CP6773 894 017 1687 = CP9542 C137164 C137165
CP6773/63-D18D 894 017 3716 - CP9561 C137569 CA157719

CP6910-P24/6920-D24 205 052 0693 -

DIMENSIONS
PISTOL GRIP L
DIMENSIONS L
MODEL L H SIDE TO CENTER - A
in. mm in. mm in. mm 7@,\
CP0611P ... 107 272 107 273 1.81 46 H
CP6060/70-P15 7.6 194 938 250 1.46 37
CP6300 RSR 60 152 7.7 197 1.26 32
CP6500 RS/RSR 7.0 178 81 205 1.26 32
CP6728/CP6738 6.9 175 6.8 172 - - L
CP6748EX-P1IR 7.9 200 75 190 1.41 36 B ‘ i
CP6768EX-P18D 9.8 250 83 210 - -
CP6778EX-P18D 10.0 255 83 210 - - I H
CP6763/73 88 222 91 232 1.61 41 H
CP6763/73-D18D 11.4 290 65 165 - - f A
CP6910-P24 1.4 290 108 275 3.82 97
CcP721 66 167 6.1 155 0.91 23
CP724/726H 6 152 75 190 0.95 24 |
CP7721/11 63 160 35 90 1.81 46 A
CP8222/32/42 7 178 7.3 185 1.18 30
CP8252-P/-R 79 200 7.9 200 1.38 35
CP8272-D/-P 91 230 83 210 1.57 40
CP9541/42 66 168 7.2 184 1.18 30 D-HANDLE & T-HANDLE
CP9561 85 216 9.2 235 1.53 39
DIMENSIONS
MODEL L H SIDE TO CENTER - A
n. mm n. mm n. mm
CP0611 ... 125 318 6.2 158 1.81 46
CP6110 ... 130 330 6.3 160 1.61 44
RATCHETS CP6120 ... 148 375 65 165 2.12 54
SiENSIoNS CP6130-T70 19.7 500 335 850 3.14 80
MODEL 7 = E R OICE TERA CP6135-D80 16.1 409 7.8 198 2.65 68
= | mm | | oo - o CP6240-T120 241 610 374 950 3.54 90
CP825T 65 165 142 36 0.59 15 CP6920-D24 142 360 7.9 200 3.86 97
CP828/H 10 254 197 50 0.79 20 CP6930-D35 16.3 415 925 235 2.56 65

CP7830Q/HQ 12 305 1.77 45 0.87 22

w

BOLTING



Impact Sockets

SET - 1/4" SQUARE DRIVE IMPACT SOCKETS

MODEL PART
NUMBER

METRIC (mm)
$S2114 894 016 4436
$S2114D 894 016 4437
SS2112G 894 016 4439
$S2112DG 894 016 4440
SAE (in)

$52010 894 016 4441
SS2010E 894 016 4442
$S206U 894 016 4443
SS209G 894 016 4444
SS209DG 894 016 4445

TYPE

STANDARD
DEEP

MAGNETIC
DEEP MAGNETIC

STANDARD
DEEP
UNIVERSAL
MAGNETIC
DEEP MAGNETIC

NO. OF DIMENSIONS
PIECES
14 4,45,555,6,7,8,9,10, 11,12, 13, 14 & 15 mm
14 4,45,5/55,6,7,8,9,10, 11,12, 13,14 & 15 mm
12 5,55,6,7,8,9, 10, 11,12, 13, 14 & 15 mm
12 5,565,6,7,8,9, 10, 11,12, 13,14 & 15 mm
10  3/16", 7/32", 1/4", 9/32", 5/16", 11/32", 3/8", 7/16", 1/2" & 9/16"
10 3/16", 7/32", 1/4", 9/32", 5/16", 11/32", 3/8", 7/16", 1/2" & 9/16"
6 1/4", 5/16", 3/8", 7/16", 1/2" & 9/16"
9  3/16", 7/32",1/4", 9/32", 5/16", 11/32", 3/8", 7/16" & 1/2"
9  3/16", 7/32", 1/4", 9/32", 5/16", 11/32", 3/8", 7/16" & 1/2"

SET - 3/8" SQUARE DRIVE IMPACT SOCKETS

MODEL PART
NUMBER

METRIC (mm)
$S3113 894 016 4446
SS3113D 894 016 4447
SS3110U 894 016 4448
SS3110DU 894 016 4449
SS3113G 894 016 4450
SS3113DG 894 016 4451
SAE (in)

$83012 894 016 4452
SS3012D 894 016 4453
SS3012U 894 016 4454
$S3012DU 894 016 4455
SS309G 894 016 4456
SS309DG 894 016 4457

TYPE

STANDARD

DEEP
UNIVERSAL
DEEP UNIVERSAL
MAGNETIC

DEEP MAGNETIC

STANDARD

DEEP
UNIVERSAL
DEEP UNIVERSAL
MAGNETIC

DEEP MAGNETIC

NO. OF
PIECES

13
13
10
10
13
13

12
12
12
12
9
9

DIMENSIONS

7,8,9,10, 11,12, 13, 14, 15, 16, 17, 18 & 19 mm
7,8,9,10, 11,12, 13, 14,15, 16, 17, 18 & 19 mm
10, 11, 12, 13, 14, 15, 16, 17, 18 & 19 mm
10, 11,12, 13, 14, 15, 16, 17, 18 & 19mm
7,8,9,10, 11,12, 13, 14, 15, 16, 17, 18 & 19 mm
7,8,9,10,11,12,13, 14,15, 16, 17, 18 & 19 mm

5/16", 3/8", 7/16", 1/2", 916", 58", 11/16", 3/4", 13/16", 7/8", 15/16" & 1"
5/16", 3/8", 7/16", 1/2", 916", 5/8", 11/16", 3/4", 13/16", 7/8", 15/16" & 1"
5/16", 3/8", 716", 1/2", 916", 518", 11/16", 3/4", 13/16", 7/8", 15/16" & 1"
5/16", 3/8", 716", 1/2", 916", 518", 11/16", 3/4", 13/16", 7/8", 15/16" & 1"
114", 516", 3/8", 716", 1/2", 9/16", 5/8", 11/16" & 3/4"
114", 5/16", 3/8", 7/16", 1/2", 9/16", 5/8", 11/16" & 3/4"

SET - 1/2” SQUARE DRIVE IMPACT SOCKETS

MODEL PART
NUMBER

METRIC (mm)

SS4114 894 016 4458
SS4114D 894 016 4459
SS4113U 894 016 4460
SS4113DU 894 016 4461
SS4112G 894 016 4462
SS4112DG 894 016 4463
SS413DTW 894 016 6760

TYPE

STANDARD

DEEP
UNIVERSAL
DEEP UNIVERSAL
MAGNETIC

DEEP MAGNETIC
THIN WALL

NO. OF DIMENSIONS

PIECES

SS413WP 894 016 4464 THIN WALL WHEEL PROT.
SS414WP 894 016 8375 THIN WALL WHEEL PROT.
$S5435B 894 016 8376 TORQUE LTD EXT BAR

SAE (in)
$S4013 894 016 4465

§S4013D 894 016 4466
S$S4014U 894 016 4467

SS4014DU 894 016 4468

SS4011G 894 016 4469
SS4011DG 894 016 4470
METRIC (mm) & SAE (in)

STANDARD

DEEP

UNIVERSAL

DEEP UNIVERSAL

MAGNETIC
DEEP MAGNETIC

SS4211WP 894 016 4471 THIN WALL WHEEL PROT.

§84229D 894 016 6940

WHEEL SERVICE

14 10, 11,12, 13, 14, 15, 16, 17, 18, 19, 21, 22, 26 & 27 mm
14 10, 11,12, 13, 14, 15, 16, 17, 18, 19, 21, 22, 26 & 27 mm
13 12,13, 14, 15, 16, 17, 18, 19, 20, 21, 22, 23 & 24 mm

13 12,13, 14, 15,16, 17,18, 19, 20, 21, 22, 23 & 24 mm

12 10, 11,12, 13, 14, 15, 16, 17, 18, 19, 20 & 21 mm

12 10, 11,12, 13, 14, 15, 16, 17, 18, 19, 20 & 21 mm

3 17,19&21 mm

3 17,19&21 mm

4 17,19,21 & 22 mm

5 100, 110, 120, 135 & 150 Nm

7H6", 1/2", 9116, 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1",
1-1/16", 1-1/8" & 1-1/4"

716", 1/2", 9/16, 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1",
1-1/16", 1-1/8" & 1-1/4"

716", 1/2", 9/16, 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1",
1-1/16", 1-1/8", 1-3/16" & 1-1/4"

716", 1/2", 9/16, 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1",
1-1/16", 1-1/8", 1-3/16" & 1-1/4"

11 3/8", 7/16", 112", 9116, 5/8", 11/16", 3/4", 13/16", 7/8", 15/16" & 1"
11 318", 7/16", 112", 9116, 5/8", 11/16", 3/4", 13/16", 7/8", 15/16" & 1"

13

11 3/4",13/16", 7/8", 15/16", 1", 1-1/16" - 17, 19, 21, 22, 23 mm
DP 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1",

29 1-1/16", 1-1/8", 1-1/4" - DP 10, 11, 12, 13, 14, 15, 16, 17, 18, 19,
21,22, 26, 27 mm, DP 3/4"x13/16, Flip DP 19x21 mm)
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SET - 1/2" SQUARE DRIVE FLIP SOCKETS @]

MODEL PART TYPE NO. OF DIMENSIONS o

NUMBER PIECES

SS422FTW 894 016 9701 FLIP SOCKET DEEP THIN WALL 2 3/4"x13/16", 19mm x 21mm
SS422FD 894 016 9702 FLIP SOCKET DEEP 2  3/4"x13/16", 19mm x 21mm

SET - 3/4" SQUARE DRIVE IMPACT SOCKETS

MODEL PART TYPE NO. OF DIMENSIONS
NUMBER. PIECES

METRIC (mm)
SS618 894 016 4472 STANDARD 8 26,27,29, 30, 32, 35, 36 & 38 mm
$S618D 894 016 4473 DEEP 8 26,27,29, 30,32, 35,36 & 38 mm
SS6111DWS 8940167072 WHEELSERVICE 11 Square: 17, 19, 21mm - Deep: 27, 30, 32, 33, 35, 36, 38 & 41 mm
SAE (in)
SS6008D 894016 7073 DEEP 8 1" 1-1116", 1-1/8", 1-1/4", 1-5/16", 1-3/8", 1-7/16" & 1-1/2"
$S6014D 894 016 4475 DEEP 14 ?{5,'1;3’1?37;.{81 ’_71/‘?@.,‘? e G 1B 136, 1A
sse014 894 016 4474 STANDARD 14 34" 137167, 718", 516", 17, 116", 1-1/8", 1-3/16", 1-1/4",

1-5/16", 1-3/8", 1-7/16", 1-1/2" & 1-5/8"

SET - 1" SQUARE DRIVE IMPACT SOCKETS

MODEL PART TYPE NO. OF DIMENSIONS
NUMBER PIECES

METRIC (mm)
S$S818 894 016 4476 STANDARD 8 27, 30, 32, 33, 35, 36, 38 & 41 mm
$S814D 894 016 6016 DEEP 4 27,32, 33 & 36 mm
$S818D 894 016 4477 DEEP 8 27, 30, 32, 33, 35, 36, 38 & 41 mm
SS8107WS 894 016 7877 WHEEL SERVICE 7 5 deep: 27, 33, 35, 36, 41mm /2 sq: 17, 21 mm
SAE (in)
SS808 894 016 4478 STANDARD 8 7/8", 15/16", 1", 1-1/16", 1-1/8", 1-3/16", 1-1/4" & 1-1/2"

$S808D 894 016 4479 DEEP 8  7/8",15/16", 1", 1-1/16", 1-1/8", 1-3/16", 1-1/4" & 1-1/2"
METRIC (mm) & SAE (in)

3 std (7/8", 1", 33mm); 3 deep (1-1/16", 1-1/8", 1-1/4"); 13/16" sq;
1-1/2" controlled depth

SS8205WS 894 016 6943 WHEEL SERVICE 5 DP 33mm, 1-1/2", TW 1-1/8", 1-1/4", Sq 13/16"

DP 33 mm, 1", 1-3/16", 1-3/4" TW, DP 1-1/16", 1-1/8", 1-1/4", Ctrid
DP 1-1/2", Sq 13/16" & 15/16"

SS8208WS 894 016 7876 \WHEEL SERVICE 8

SS8210HDW 894 016 6939 WHEEL SERVICE 10

1-1/2" IMPACT SOCKETS - SINGLE PIECES

MODEL DESCRIPTION PART NO.
S1041M  1-1/2" DR STD Impact Socket 41mm 894 016 9348 Lo
S1046M 1-1/2" DR STD Impact Socket 46mm 894 016 9349
S$1050M 1-1/2" DR STD Impact Socket 50mm 894 016 9350
S$1055M 1-1/2" DR STD Impact Socket 55mm 894 016 9351
S1060M 1-1/2" DR STD Impact Socket 60mm 894 016 9352
S1065M 1-1/2" DR STD Impact Socket 65mm 894 016 9353
S$1070M 1-1/2" DR STD Impact Socket 70mm 894 016 9354
S$1075M 1-1/2" DR STD Impact Socket 75mm 894 016 9355
S$1080M 1-1/2" DR STD Impact Socket 80mm 894 016 9356
S$1085M 1-1/2" DR STD Impact Socket 85mm 894 016 9357
S1090M 1-1/2" DR STD Impact Socket 90mm 894 016 9358
S1080MD  1-1/2" DR Deep Impact Socket 80mm 894 016 9359

RETAINING RING WITH STEEL

INSERT GUARANTEES SOCKET

RETENTION TO THE ANVIL. CHECK

RETAINING RING SIZES FOR 3/4",
SAFETY 1", AND 1-1/2" ANVILS ON PAGE 30
FIRST !




Ergoseat

CP87029 |

HIGH ERGONOMY

- Balancer -> no need to hold the tool
- 2x45° = 90° arm rotation

ROBUST
o/ - Strong steel tube
- Industrial Filter Regulator Lubricator

- Stable with 2 Large rear wheels

COMFORT

- Disc seat for multi position sitting
- Hook for tool parking position

- Socket support 1
- Hose support on the back ; i
- Can be use between 2 buses .

o——— EASY TO MOVE

- 360° front wheels
- Lightweight : 35kg / 77Ibs

CP Ergoseat can be used either
with Blue Tork or with CP air
impact wrenches such as CP6910,
CP6920 or CP6930 models for
example.

PART LENGTH HEIGHT WEIGHT TREADSIZE THREAD TYPE
NUMBER

in.

CP87029 8941087029 | 510 . 20 1020 | 4015 | 1950 = 76.77 3B 7716 3/4 NPT



Chicago

Pneu%aﬁc 35
(7))
nd
LU
2
2
-}
x
|_
o)
Z

NUTRUNNERS

— j The most reliable and ergonomic
g . solution for heavy machinery,
| . railway, oil and gas, and
construction tightening applications

TOOL SELECTION

1 - Reaction bar type

2 - Rotating direction

3 - Number of Torque presets for BlueTork

4 - Torque value defined with ATC pack for CP66.

CP7600xB

CP7600C

CP66xx




with long-reaching reaction
blade (included)

... C

standard for spring loaded
cup or Japanese type cup
(not included)

Spring loaded cup Japanese type cup

894 016 4622 894 016 7401

.. Forward only

R ... Forward and reverse

- ... 1 torque preset

SQUARE DRIVE

4P... 4torque presets

SHUT-OFF TORQUE RANGE

Min

CP/600xB

CP7600C

Same features as
CP7600xB but
short version and
CUPS reaction
bar in option

THE MOST ERGONOMIC

& EFFICIENT SOLUTION
FOR TRUCKS AND BUSES
WHEEL MAINTENANCE

FEATURES
m Air Shut-off clutch at preset torque

m Integrated reaction bar standard with blade
m Low noise level: 79 dB(A)

BENEFITS
m Selection Up to 4 calibrated tightening Torque

m Accurate torque (+/-5%)
m Increased operator comfort for greater productivity

= ofm>

Spring loaded cup
894 016 4622

Japanese type cup
894 016 7401

CUPS (10 BE ORDERED WITH THE CP7600C)

ACCESSORIES

* W

DESCRIPTION

Protective cover
1P - Black

Protective cover
1P - Blue

Protective cover
4P - Black

Protective cover
4P - Blue

Max

PART NUMBER

894 016 4648

894 016 4649

894 016 4650

894 016 4651

FREE SPEED

DESCRIPTION PART NUMBER
Impact Gloves: Medium 894 017 1574
Impact Gloves: Large 894 015 8618

Impact Gloves: X

Large 894 015 8619

Impact Gloves: XX Large 894 017 1573

DESCRIPTION PART NUMBER

Suspension yoke
Reversible

Suspension yoke
Non reversible

MAX. AIR
CONSUMPTION

894 016 6654

894 016 6659

AIR INLET

All CP7600

PART
NUMBER

Nm
330 | 450

REACTION BAR | REVERSIBILITY
TYPE

ft.lb
665

900

TORQUE
PRESETS

rpm

100

OVERALL
LENGTH

cfm Is

40 19

NPTF
3/8"

NET WEIGHT

CP7600xB
CP7600xB-R
CP7600xB-R4P
CP7600C-R
CP7600C-R4P

894 107 6010
894 107 6011
894 107 6015
894 107 6031
894 107 6035

xB reaction bar | Non Reversible
xB reaction bar Reversible
xB reaction bar Reversible
C reaction bar Reversible
C reaction bar Reversible

AR DR R
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The CP6613/26/41 Series

THE MOST ROBUST PNEUMATIC NUTRUNNER IN ITS CLASS

NUTRUNNERS

A handy tool for flange-related and other bolting applications in the oil & gas, power generation, and wind energy segments.
The CP66 nutrunner series will also be a valuable asset for remanufacturing, maintenance, repair and overhaul operations in the mining,
off-road and heavy-truck segments.

ACCURATE

- Capable of reaching high torque accuracy

- With ATC Pack:
m Precise air pressure adjustment with digital gauge
m Pressure drop checking for torque validation

ROBUST

- Replaceable protective cover
with integrated bumper

- Reliable gearbox : 13000 VERSATILE
cycles before maintenance - Continuous rotation
- Vane type high performance for any heavy duty
air motor same as industrial fastening
impact wrench - Effortless access
to the tightening
point with one of the
smallest gearboxes
in this tool category
ERGONOMIC
- Special Chicago Pneumatic
design grip
- Lightweight

- Swiveling handle
- One-finger reverse mode

STRONG LIGHT WEIGHT
REACTION ARM

- Weldox700 material

- Less strain on operator
- Different arm types and
shapes available

AIR TORQUE CONTROL
(ATC) FRL PACK

Great accuracy with a fine pressure
adjustment

Combine the CP66 nutrunners with the most ergonomic air supply
solution, for high torque tightening and pressure drop display

INDUSTRIAL FRL

- 50 I/s max air flow

- Automatic drain valve
water

- Metallic bowls material

DIGITAL GAUGE

- Extremely precise
pressure set up

- Pressure drop display

- Ergonomic display

ROBUST

- Strong metallic FRL
portable stand

- Industrial calibrated
digital gauge

TOOL TOOL

WEIGHT WEIGHT
AIR CONS. SOUND INLET VIBRATION

WITHOUT WITH
@LOAD REACTION | REACTION RRESURE T?,\T;{;D

ARM ARM
cfm | I/s | Ibs. Ibs. dB(A) in.

MINIMUM AR

TORQUE AT
1.5BAR

MAX
TORQUE AT
6.3 BARS

SQUARE SPEED
DRIVE Eelr el AT 6.3

BARS

PART
NUMBER

ft-lbs.

rpm Nm | ft-lbs. m/s?

CP6613 + ATC PACK 615 180 0120 3/4-1-
34 20-27 20 236 320 960 1300 48 23 83 38 97 44 101 3/8 <25
CP6613 tool only 615 180 0090 116
CP6626 + ATC PACK 615 180 0130 3/4-1-
1 20-36 10 520 700 1900 2600 48 23 112 51 125 57 101 3/8 <25
CP6626 tool only 615 180 0100 3/8
CP6641 + ATC PACK 615 180 0140 1-3/16-
1 30-45 10 738 1000 3100 4100 65 31 194 88 218 99 101 3/8 <25
CP6641 tool only 615 180 0110 1-3/4

Hose int. 5/8" (9.5mm) for CP66 series. Air pressure range from 21.7 PSI (1.5 Bar) to 90 PSI (6.3 Bars )
For all models: declared noise and vibration emissions according to ISO 28927-2 and ISO 15744.

Listed specifications are for reference only. Please check documents in each tool.



DIMENSIONS

B C D

MODEL

in. mm in. mm in. mm in. mm

10 254 834 212 126 32 283 72
CP6626 11.81 300 8.34 212 134 34 2.83 72
CP6641 1421 361 8.97 228 157 40 3.94 100

CP6613

CP66 SERIES
SPECIFIC ACCESSORIES

MODEL S TYPE REACTION ARM

CP6613 6158131800

CP6626 6158131810

CP6641 6158131820

MODEL SQUARE BRACKET

CP6613 615813 1890

CP6626 615813 1900 ﬂ
CP6641 6158131910

MODEL STEEL SPACE BAR

CP6613 615813 1830

CP6626 615813 1840 \
CP6641 615813 1850

MODEL SUSPENSION YOKE

CP6613 615813 1770

CP6626 615813 1780

CP6641 615813 1790

MODEL SLIDING-DRIVE

CP6613 615813 1860

CP6626 615813 1870 %
CP6641 615813 1880

ACCESSORIES SELECTION \

AIR TORQUE CONTROL FRL PACK
This pack can also be ordered directly with the tool, using the "Tool + ATC FRL Pack" part number

MODEL PART #
ATC FRL Pack 615 813 2090
FRL + digital
gauge only 615 813 2110

DESCRIPTION

Contains: FRL + digital gauge / 3-meter hose / Coupling

Itis recommended to use the FRL and digital gauge
with the 3-meter hose, to ensure the gauge accuracy

CP EFFI MAX 3-METER HOSE cPEFFlisa premium line of rubber hoses

HOSE DIAM. MAX WORKING
oART # HOSE LENGHT (IDXOD) AIRIFALONY PRESSURE Same as the hose
FT. M IN.ID MM CFM L/ISEC  BAR PS xro¥|ded '“éhet |
ir Torque Contro
6158132080 98 3 % 16225 9Ll 43 16 222 FRL Pack
CP EFFI MAX HOSE WHIP
PART # NPT PART #BSP HOSEDIAM.  THREADSIZE ~ HOSE LENGHT
IN. MM IN. FT M
CA047271 615 811 2640 Y 13 % 2.0 0.6
CP AIR FLEX 360° swivel .
4
PART # NPT PART #BSP THREAD SIZE MAX. FLOW N
IN. CFM LISEC
894 017 1571 894 017 1570 % 74 35
AcceSs
BALANCERS "
CORRESP. BALANCER PART # LOAD RANGE STROKE  NETWEIGHT
TOOL MODEL LB. KG FT M LB. KG
CP6613 CP9937 8941099370 88-132 4.0-6.0 8.2 2.5 71 3.2 ‘
CP6626 CP9938 8941099380 13.2-176 6.0-8.0 8.2 2.5 7 1315}
CP6641 CP9939 8941099390 176220 8010 82 25 82 37 I
SERVICE
MOTOR SERVICE KIT HOUSING SERVICE KIT
MODEL PART # PART #
CP6613 615 399 3810 615 399 3590
CP6626 615 399 3820 615 399 3600
CP6641 615 399 3830 615 399 3610
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HYDRAULIC

HYDRAULIC BOLTING

BOLTING

> TITAN T-Series hydraulic torque
wrenches are designed to be stronger
and longer-lasting than any other similar
products on the market.

} The LP Series offers a low nose
and flat design for extremely tight
application accessibility without
sacrificing power.

HOW TO SELECT YOUR HYDRAULIC BOLTING TOOL?

STEP 1 AND 2
il _
Torque by e

» Select the power
head cyclinder or T
tool depending on
torque required.

Application

» Select the right
link depending on
the power head
cylinder chosen and
the hexagonal bolt
size required.

STEP 3
Pump

» Select the right
pump dependingon @
the torque required —
and the frequency of "

&

STEP 4

Hose / Accessories

» Select the hose length
and accessories
depending on the
application.

7
?e




These charts will help you to define your selection depending on the torque and hexagonal size needed for your application

LP CYLINDER TORQUE CHART

268

504

1075

1826

2360

3451

5250

6905

7125

14729 | 31760 | 43000 WEIGHT

LP LINKS HEX NUT CHART

Nm 363 683 1458 | 2476 | 3200 | 4680 | 7119 | 9362 | 9662 | 19970 | 43060 | 58308 Ib kg
LP2 3,45 1,56
1P4 58 2,63
LP8 10,2 4,62
LP16 15,5 7,03
LP32 18 8,16
LP48 19,4 8,8

WEIGHT

2LPXX-YYY 220-350 © 1,00-158
R, O ALPXX-YYY 525-750 | 2,38-340
& 8LPXX-YYY 1140-1410 | 517-6,39
o 16LPXX-YYY 19,70-27,60 | 893- 12,51
32LPXX-YYY 32,00-99,00 14,50 - 44,90
Y 48LPXX-YYY 3500-99,00 15,87 - 44,90

T SERIES TORQUE CHART

1662 | 2971 3800 | 4750 7818 |10368 | 22264 | WEIGHT

2254 | 4026 7601 |10932 | 7182 | 10593 | 14049 | 30168
s T3 1 10 | 454
T5 1-15" 17 771

-.

L T8 1-%" 25 11,34
=8 T10 1-%" 30 1361
T25 2-1" 70 3175

TOOLS PUMP

RECOMMENDATION FOR OPTIMAL USE

EXE-Serie

EXE-MINI

EXE-MAX

EXE-MAX
SUPER

EXA-Serie

EXA-MINI

EXA-MAX
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T SERIES:
Square drive hydraulic
torque wrenches

Your industrial bolting applications require a hydraulic torque wrench
that's powerful enough to consistently deliver accurate performance,
even under the toughest conditions. TITAN T-Series hydraulic torque
wrenches are designed to be stronger and longer-lasting than any other
similar product on the market.

HYDRAULIC BOLTING

The Titan T-Series torque wrenches are powerful, accurate, durable,
and efficient. Every Titan hydraulic torque wrench is cycle tested under
load and then calibrated. Each hydraulic torque wrench has a calibration
certificate with traceability to N.I.S.T. All testing equipment includes a
calibration by NVLAP Accredited Calibration Laboratory.

The T Series Benefits

T series

SUPERIOR BOLTING

m Multi Axis Tru-Swivel

[ 3&‘:10"I R)c()ltsati:; r(::(\:,t&i}on arm SOLUTIONS

m Excellent power to weight ratio ROBUST, POWERFUL
m Corrosion resistance AND ACCURATE

PATENTED MULTI AXIS THRU-SWIVEL

- Allows greater hose mobility 360° ROTATING

- Greater range of hose position Rl\iAISTIQ'\:jARM
- Prevent hose kinking - Multi-axis design
- Ease of motion

FEATURES

m Certified torque accuracy of +/-3%

m Robust ratchet mechanism assures High repeatability

m Crafted from the highest quality aircraft-grade materials
for ultimate strength and durability (AQ Grade 7075-T6
Light Alloy)

m Hard coat anodized finish

m Titan Piston system eliminates piston and cylinder da-
mage due to over-stroke

m Hard coat anodized finish

m Unique single-piece drive pawl design for ultimate accu-
racy and longevity

m Components manufactured to ISO 9001/AS9100C:2009
standards

VERSATILE SQUARE DRIVE
- Quick change system
- 3 square drive sizes available

CORROSION RESISTANCE
- Hard coat anodized finish

T Series Dimensions

T1 479 1217 702 1783 439 1115 583 1481 103 262 441 112 626 159 204 518 295 749 = 0 T I

T3 624 1585 926 2352 59 1511 744 189 137 348 577 1466 826 2098 263 668 389 988 l.l"'- -“’K i

T5 745 1892 11,15 2832 7,07 1796 881 2238 165 419 68 1732 992 252 315 80 497 1262 R3. :

T8 836 2123 1258 3195 808 2052 982 2494 187 475 772 1961 11,19 2842 358 909 54 1372 22 \;
Ti0 917 2329 1389 3528 897 2278 1071 272 205 521 862 2189 1239 3147 395 1003 584 1483 el \l : 5 Y

T25 1252 318 1857 4717 11,95 3035 1369 3477 277 704 114 2911 1652 4196 525 1334 785 1994

L2

PART
NUMBER

RANGE OPTIONAL
HEX DRIVES SIZES

SQUARE
DRIVE

OPTIONAL
SQUARE
DRIVE SIZES

TORQUE

ftlb.

ACCURA-
CcY

WEIGHT
(INCL REACTION ARM)

T1 615 155 0010 12 &1 197 - 1304 267 - 1767 5 227 3% 3/8 -1 9-26
T3 615 155 0020 3/4&11/2 468 - 2971 635 - 4026 10 4.54 +3% 5/8-11/4 16 - 32
T5 615 155 0030 1&21/2 816 - 5300 1107 - 7182 17 7.7 +3% 1-11/2 26-38
T8 615 155 0040 1&21/2 1168 - 7818 1584 - 10593 25 11.34 +3% 11/8-13/4 28 - 45
T1i0 615 155 0050 1&21/2 1662 -10368 2254 - 14049 30 13.61 3% 11/4-2 32-51
T25 615 155 0060 112&31/2 3726 - 22264 5052 - 30168 70 31.75 +3% 15/8-21/4 41-57




LOW PROFILE,
VERSATILE AND
POWERFUL

FEATURES

m Certified torque accuracy of +/- 3%

m The Titan WIDE TRACK ratchet tooth design distributes
stress evenly , which provides a bigger contact area that
deliver the strength to get the job done right every time

m Crafted from the highest quality aircraft-grade material for
ultimate strengh and durability (Aisi 4340 alloy steel)

m Low nose and flat design for extremely tight application
accessibility

m Extremely versatile and light-weight

b T
-

LP Series SuperThin® model

Extremely low profile hydraulic wrench, see details on page 43

4LP 213,6
8LP 287,3
16LP 355,6
32LP 406,4
48LP 406,4

4LPST SuperThin 8,41 213,6

LP series: Low Profile
Hydraulic Torqgue Wrenches

For bolting applications that require powerful performance in tight
spaces, Titan’s LP Series hydraulic torque wrench gets the job done right.

The LP Series Hydraulic Torque Wrench is unique because of the

“Wide Track” ratchet tooth design that distributes stress evenly, which
provides a bigger contact area that delivers the strength to get the job done
right every time. Each hydraulic torque wrench has a calibration certificate
with traceability to N.I.S.T. All testing equipment is calibrated by NVLAP
Accredited Calibration Laboratory.

The LP Series Benefits

m Multi Axis Thru-Swivel prevents hose kinking and provides for ease of
operation

m Flat design : easy fit on the tightest bolt patterns

m Unique Wide-Track ratchet teeth

= Modular concept

FLAT DESIGN MULTI AXIS THRU-SWIVEL
- Easy fit on the tightest bolt patterns
- Sits flat on the application

- Allow hose liberty movement
- Greater range of hose position

UNIQUE WIDE-TRACK RATCHET TEETH
- Multi surface engaged to better
handle deflection forces

MODULAR CONCEPT
- One cylinder compatible
with several links

LP Series and SuperThin® LP Series Dimensions

Hl §& WS - = £
== 0 Sy
S e
1
- ki -
- L2 -

2,1 53,3
2,45 62,2
2,8 i
31 78,7
1.75 445
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LP2 Cylinder + 2LP Links Specifications H
Torque range: 8
268-1826 ft.lIbs - 363-2476 Nm 3)
_
)
<
o
)
>.
T
3.86"
(98mm)

LOW PROFILE WRENCH

7.04"
(179mm)

P

LP2
CYLINDER 2LP LINKS

LINKS PART NUMBER DESIGNATION HEX male

615 812 2910 2LP03-12 3/4" 19 mm 3/4" 259 1,02 5,6 2,56

615 812 2920 2LP03-13 13/16" 21 mm 13/16" 25,9 1,02 56 2,56

615 812 2930 2LP03-14 7/8" 22 mm 718" 25,9 1,02 56 2,56

615 812 2940 2LP03-15 15/16" 24 mm 15/16 259 1,02 56 2,56

615 812 2950 2LP03-100 1" 25mm 1" 25,9 1,02 56 2,56

615 812 2960 2LP03-101 1-1/16" 27 mm 1-1/16" 25,9 1,02 56 2,56

615 812 2970 2LP03-102 1-1/8" 29 mm 1-1/8" 25,9 1,02 56 2,56

615 812 2980 2LP04-103 1-3/16" 30 mm 1-3/16" 27,7 1,09 59 2,66

615 812 2990 2LP04-104 1-1/4" 32mm 1-1/4" 21,7 1,09 59 2,66

615 812 3000 2LP05-105 1-5/16" 33 mm 1-5/16" 30,5 12 61 2,76

615 812 3010 2LP05-106 1-3/8" 35mm 1-3/8" 30,5 12 6,1 2,76

615 812 3020 2LP05-36 mm 1-5/12" 36 mm 1-5/12" 30,5 12 6,1 2,76

615 812 3030 2LP05-107 1-7/16" 37 mm 1-7/16" 30,5 12 6,1 2,76

615 812 3040 2LP06-108 1-1/2" 38 mm 1-1/2" 33 1.3 63 2,86

615 155 0180 615 812 3050 2LP06-109 1-9/16" 40 mm 1-9/16" 83! 13 6.3 2,86

268-1826 ft.Lbs 615 812 8370 2LP06-110 1-5/8" 41 mm 1-5/8" 33 1,3 6,3 2,86

363-2476 Nm 615 812 3070 2LP06-42 mm 42 mm 33 13 6,3 2,86

615 812 3080 2LPO7-111 1-11/16" 43 mm 1-11/16 358 141 6,5 2,96

615 812 3090 2LP07-112 1-3/4" 44 mm 1-3/4" 358 141 6,5 2,96

615 812 3100 2LP07-45 mm 1-7/9" 45mm 1-7/9" 358 141 6,5 2,96

615 812 3110 2LP07-113 1-13/16" 46 mm 1-13/16 358 141 65 2,96

615 812 3120 2LP08-114 1-7/8" 47 mm 1-7/8" 38,6 152 6,7 3,06

615 812 3130 2LP08-48 mm 1-8/9" 48 mm 1-8/9" 38,6 152 6,7 3,06

615 812 3140 2LP08-115 1-15/16" 49 mm 1-15/16" 38,6 152 6,7 3,06

615 812 3150 2LP08-50 mm 1-31/32" 50 mm 1-31/32" 38,6 152 6,7 3,06

615 812 3160 2LP08-200 2" 51 mm 2" 38,6 152 6,7 3,06

615 812 3170 2LP09-201 2-1/16" 52 mm 2-1/16" 414 1,63 7 3,16

615 812 3180 2LP09-202 2-1/8" 54 mm 2-1/8" 414 1,63 7 3,16

615 812 3190 2LP09-55 mm 2-1/6" 55 mm 2-1/6" 414 1,63 7 3,16

615 812 3200 2LP09-203 2-3/16" 56 mm 2-3/16" 414 1,63 7 3,16

615 812 3210 2LP10-204 2-1/4" 57 mm 2-1/4" 44,2 1,74 7 3,16

615 812 3220 2LP10-58 mm 2-9/32" 58 mm 2-9/32" 442 1,74 7 3,16

615 812 3230 2LP10-205 2-5/16" 59 mm 2-5/16" 44,2 1,74 7 3,16

615 812 3240 2LP10-206 2-3/8" 60 mm 2-3/8" 442 1,74 7 3,16




LOW PROFILE WRENCH

LP4
CYLINDER

LINKS PART NUMBER

4.77"
(121mm)

4LP LINKS

DESIGNATION

HEX male

(215mm)

HEX in.

\
Y//
\

R: RADIUS

LP4 Cylinder + 4LP Links Specifications
Torque range:
504-3451 ft.lbs - 683-4680 Nm

TOTAL WEIGHT

615 812 3250 4LP03-100 1" - 25 mm 25 mm " 335 132 1 5,02
615 812 3260 4LP03-101 1-1116" - 27 mm Tmm /6" 335 132 1 502
615 812 3270 4LP03-102 1-1/8" - 29 mm 9mm 118" 335 132 1 502
615 812 3280 4LP03-103 1-3/16" - 30 mm 0mm 136" 335 132 1 502
615 812 3290 4LP03-104 1-1/4" - 32 mm 2mm A4 35 132 1 5,02
615 812 3300 4LP03-105 1-5/16" - 33 mm Bmm 516" 335 132 1 5,02
615 812 3310 4LP03-34 mm 34 mm 34 mm 335 132 1 5,02
615 812 3320 4LP03-106 1-3/8" - 35 mm Bmm 138" 335 132 1 5,02
615 812 3330 4LP03-36 Mm 1-5/12" - 36 mm Bmm 152" 335 132 1 5,02
615 812 3340 4LP03-107 1-7H6" - 37 mm mm A-7/6" 335 132 1 502
615 812 3350 4LP04-108 1-1/2"- 38 mm Bom A2 363 143 13 5,12
615 812 3360 4LP04-109 1-9116" - 40 mm fomm 1916 363 143 13 512
615 812 3370 4LP04-110 1-5/8" - 41 mm HAmm 158 36,3 143 13 512
615 812 3380 4LP05-42 mm 42 mm 42mm 39,1 154 15 522
615 812 3390 4LPO5-111 1-11/16" - 43 mm SBam 1116 391 154 15 522
615 812 3400 4LP05-112 1-3/4" - 44 Mm dmm 134 39,1 154 115 522
615 812 3410 4LP05-45 mm 1-7/9" - 45 mm dom AT 39,1 154 15 522
615 812 3420 4LP05-113 1-13/16"- 46 mm d6mm 113116 39,1 154 115 522
615 812 3430 4LP06A14 1-7/8"- 47 mm Tom 178 41,9 165 7 532
615 812 3440 4LP0G-48 mm 1-8/9" - 48 mm 4mm 189" 41,9 165 1,7 532
615 155 0190 615 812 3450 4LP06-115 1-15/16" - 49 Mm 4mm  1-15/16" 419 165 17 532
504-3451 ft.Ibs 615 812 3460 4LP06-50 mm 1-31/32" - 50 mm Somm 13132 41,9 165 1,7 532
683-4680 Nm 615 812 3470 4LP06-200 2" - 51 mm 51 mm 2" 41,9 1,65 11,7 5,32
615 812 3480 4LP07-201 2-1116" - 52 mm 2mm  21/16" 444 175 1.9 542
615 812 3490 4LP07-53 mm 53 mm 53 mm 444 175 11,9 542
615 812 3500 4LP07-202 2-1/8" - 54 mm S4mm 218" 444 175 11,9 542
615 812 3510 4LP07-55 mm 2-1/6" - 55 mm Smm 216" 444 175 11,9 542
615 812 3520 4LP07-203 2-3116" - 56 mm S6mm  2-3/16" 444 175 11,9 542
615 812 3530 4LP08-204 2-1/4" - 57 Mm STmm 244" 47,2 186 2.1 552
615 812 3540 4LP0B-58 mm 2-9/32" - 58 mm s8mm 293" 472 186 121 552
615 812 3550 4LP08-205 2-5/16" - 59 mm 59mm  2:5/16" 472 186 121 552
615 812 3560 4LP08-206 2-3/8" - 60 mm Gomm  2-38" 47,2 186 121 552
615 812 3570 4LP09-207 2-7116" - 62 mm 62mm 2716 50 197 124 5,62
615 812 3580 4LP09-208 2-1/2" - 63 mm 63mm 2112 50 197 124 5,62
615 812 3500 4LP09-64 mm 64 mm 64 mm 50 197 124 562
615 812 3600 4LP09-209 2-9/16" - 65 mm GSmm  2.9/16" 50 197 124 562
615 812 3610 4LP10-210 2-5/8" - 67 mm 67mm 2568 528 2,08 126 572
615 812 3620 4LP10-211 2-11116" - 68 mm e8mm 21116 528 2,08 126 572
615 812 3630 4LP10-212 2-3/4" - 70 mm 70mm 234 528 2,08 126 572
615 812 3640 4LP11213 2-1316"- 71 mm Amm 243016 556 2,10 128 5,82
615 812 3650 4LP11-214 2-7/8"- 73 mm Bmm 278 55,6 2,19 128 582
615 812 3660 4LP11-215 2-15/16" - 75 mm 75mm 21516 55,6 2,19 128 582
615 812 3670 4LP12-300 3"~ 76 mm 76 mm 7 586 231 13 502
615 812 3680 4LP12-301 3-1/16" - 78 mm 8mm 3116 586 231 13 50
615 812 3690 4LP12-302 3-1/8" - 79 mm 9mm 38 586 231 13 592
615 812 3700 4LP12-80 mm 3-3/20" - 80 mm gomm 33020 586 231 13 592
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LP Series SUPERTHIN®LINK

Extremely Low Profile Hydraulic Wrench

Torque range:
390-2900 ft.Ibs - 530-3950 Nm

The LP Series SUPERTHIN® Benefits

m LP Series Modular Concept, compatible with the LP4 cylinder model
m Fits where others can’t: smallest link radius available today

m Extremely versatile

m Accurate: uses concentric straps around the bolt

HYDRAULIC BOLTING

4.79"
(122mm)

SUPERTHIN® LINK

LP4
615 812 8170 ST LINK 4LP-ST-07-113 46 mm 1-13/16” 43,9 1,73 10,2 4,62
615 812 8180 ST LINK 4LP-ST-07-114 47 mm 1-7/8 43,9 1,73 10,2 4,62
615 812 8820 ST LINK 4LP-ST-07 50 mm 43,9 1,73 10,2 4,62
615 812 8190 ST LINK 4LP-ST-07-200 51 mm 2" 43,9 1,73 10,6 4,82
615 812 8200 ST LINK 4LP-ST-07-202 54 mm 2-1/8" 43,9 1,73 108 4,92
615 812 8220 ST LINK 4LP-ST-07-M55 55 mm 2-1/6" 439 1,73 10,8 4,92
15 812 821 T LINK 4LP-ST-07-2 2-3/16" 4 1,7 1 2
615 155 0190 615 812 8210 S ST-07-203 56 mm 3/16 3,9 73 5,0
504-3451 ftIb 615 812 8540 ST LINK 4LP-ST-08-206 60 mm 2-3/8" 47,2 1,86 1,2 51
- Ios
615 812 9730 ST LINK 4LP-ST-09-208 63 mm 2-1/2"
683-4680 Nm

615 812 8240 ST LINK 4LP-ST-09-209 65 mm 2-9/16" 49,3 1,94 1,7 532
615 812 8560 ST LINK 4LP-ST-10-212 70 mm 2-3/4” 52,6 2,07 11,8 537
615 812 8260 ST LINK 4LP-ST-11-213 71 mm 2-13/16" 55,1 2,17 1,9 542
615 812 8270 ST LINK 4LP-ST-11-215 75 mm 2-15/16" 55,1 2,17 11,9 542
615 812 8280 ST LINK 4LP-ST-12-302 79 mm 3-1/8” 57,9 2,28 12,1 5,52
615 812 8290 ST LINK 4LP-ST-12 80 mm 3-3/20" 6749 2,28 12,1 5,52

Torque from
390 to 2900 ft.lbs

(530-3950 Nm)

-
Max Pressure
8000 Psi
(590 Bar)




LOW PROFILE WRENCH

CYLINDER

615 155 0200

1075-6905 ft.Ibs
1458-9362 Nm

LINKS PART NUMBER

615 812 3710

6.17"
(157mm)

8LP LINKS

DESIGNATION

8LP03-113 1-13/16' - 46 mm

HEX male

46 mm

\
\
E 11.40"

(290mm)

HEX in.

1-13/16

R: RADIUS

43,2

17

LP8 Cylinder + 8LP Links Specifications
Torque range:
1075-6905 ft.Ibs - 1458-9362 Nm

TOTAL WEIGHT

114

517

615 812 3720 8LP03-48 mm 48 mm 48 mm 1-8/9' 43,2 17 1.4 &l
615 812 3730 8LP03-50 mm 1-31/32' - 50 mm 50 mm 1-31/32' 43,2 17 11,4 517
615 812 3740 8LP03-200 2'- 51 mm 51 mm 2 43,2 iy 1.4 517
615 812 3750 8LP04-201 2-1/16# - 52 mm 52 mm 2-116' 46 181 11,6 527
615 812 3760 8LP04-53 mm 53 mm 53 mm 46 181 11,6 527
615 812 3770 8LP04-202 2-1/8# - 54 mm 54 mm 2-1/8' 46 181 11,6 527
615 812 3780 8LP04-55 mm 2-1/16# - 55 mm 55 mm 2-1/6' 46 181 11,6 5,27
615 812 3790 8LP05-203 2-3/16” - 56 mm 56 mm 2-3/16' 48,8 1,92 11,8 537
615 812 3800 8LP05-204 2-1/4” - 57 mm 57 mm 2-1/4 48,8 192 1.8 537
615 812 3810 8LP05-205 2-5/16” - 59 mm 59 mm 2-5/16' 48,8 192 11,8 537
615 812 3820 8LP06-206 2-3/8” - 60 mm 60 mm 2-3/8' 51,6 2,03 12 5,47
615 812 3830 8LP06-207 2-7/16" - 62 mm 62 mm 2-7116" 51,6 2,03 12 547
615 812 3840 8LP06-208 2-1/2" - 63 mm 63 mm 212" 51,6 2,03 12 547
615 812 3850 8LP07-209 2-9/16"- 65 mm 65 mm 2-9/16" 54,4 2,14 12,3 5,57
615 812 3860 8LP07-210 2-5/8" - 67 mm 67 mm 2-5/8" 54,4 2,14 123 5,57
615 812 3870 8LP07-211 2-11/16” - 68 mm 68 mm 2-11/16" 54,4 2,14 12,3 5,57
615 812 3880 8LP08-212 2-3/4" - 70 mm 70 mm 2-3/4" 57,2 2,25 125 5,67
615 812 3890 8LP08-213 2-13/16”" - 71 mm 71 mm 2-13/16" 57,2 2,25 12,5 5,67
615 812 3900 8LP08-214 2-7/8" - 73 mm 73 mm 2-718" 57,2 2,25 125 5,67
615 812 3910 8LP08-215 2-15/16"- 75 mm 75 mm 2-15/16" 57,2 2,25 12,5 5,67
615 812 3930 8LP09-300 3" - 76 mm 76 mm 3 60,2 2,37 12,7 511
615 812 3940 8LP09-77 mm 77 mm 77 mm ! 60,2 2,37 12,7 577
615 812 3950 8LP09-301 3-1/16" - 78 mm 78 mm 3-1116” 60,2 2,37 12,7 577
615 812 3960 8LP09-302 3-1/8" - 79 mm 79 mm 3-1/8" 60,2 2,37 12,7 577
615 812 3970 8LP10-80 mm 3-3/20" - 80 mm 80 mm 3-3/20" 63,5 25 12 587
615 812 3980 8LP10-303 3-3/16" - 81 mm 81 mm 3-3/16” 63,5 2,5 12,9 5,87
615 812 3990 8LP10-304 3-1/4” - 83 mm 83 mm 3-1/4” 63,5 25 12,9 587
615 812 4000 8LP10-305 3-5/16" - 84 mm 84 mm 3-5/16" 63,5 25 12,9 587
615 812 4010 8LP10-85 mm 3-9/26" - 86 mm 85 mm 3-9/26" 63,5 25 12,9 587
615 812 4020 8LP10-306 3-3/8” - 86 mm 86 mm 3-3/8" 63,5 2,5 12,9 5,87
615 812 4030 8LP11-307 3-7/16” - 87 mm 87 mm 3-7116" 66,3 2,61 131 5,97
615 812 4040 8LP11-308 3-1/2" - 89 mm 89 mm 312" 66,3 2,61 131 5,97
615 812 4050 8LP12-309 3-9/16” - 90 mm 90 mm 3-9/16" 68,8 20 134 6,07
615 812 4060 8LP12-310 3-5/8” - 92 mm 92 mm 3-5/8” 68,8 2,71 134 6,07
615 812 4070 8LP12-311 3-11/16” - 94 mm 94 mm 3-11/16” 68,8 2,71 134 6,07
615 812 4080 8LP13-312 3-3/4"- 95 mm 95 mm 3-3/4 71,6 2,82 13,6 6,17
615 812 4090 8LP13-313 3-13/16” - 97 mm 97 mm 3-13/16” 716 2,82 13,6 6,17
615 812 4100 8LP13-314 3-7/8” - 98 mm 98 mm 3-7/8" 71,6 2,82 13,6 6,17
615 812 4110 8LP14-315 3-15/16" - 100 mm 100 mm 3-15/16” 74,4 2,93 138 6,27
615 812 4120 8LP14-400 4” - 101 mm 101 mm 4 74,4 2,93 138 6,27
615 812 4130 8LP14-102 mm 102 mm 102 mm / 74,4 2,93 138 6,27
615 812 4140 8LP14-401 4-1/16" - 103 mm 103 mm 4-1/16" 74,4 2,93 138 6,27
615 812 4150 8LP14-402 4-1/8” - 105 mm 105 mm 4-1/8" 74,4 2,93 138 6,27
615 812 4160 8LP15-403 4-3/16” - 106 mm 106 mm 4-3/16" 85,1 3,35 14,1 6,39
615 812 4170 8LP15-404 4-1/4” - 108 mm 108 mm 4-1/4 85,1 3,35 14,1 6,39
615 812 4180 8LP15-405 4-5/16”" - 110 mm 110 mm 4-5/16" 85,1 3,35 14,1 6,39
615 812 4190 8LP15-406 4-3/8” - 111 mm 111 mm 4-3/8" 85,1 3,35 141 6,39
615 812 4200 8LP15-407 4-7/16" - 113 mm 113 mm 4-7116" 85,1 3,35 14,1 6,39
615 812 4210 8LP15-408 4-1/2" - 114 mm 114 mm 412" 85,1 3,35 141 6,39
615 812 4220 8LP15-115 mm 4-48/91” - 115 mm 115 mm 4-48/91" 85,1 3,35 141 6,39
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LP16 Cylinder + 16LP Links Specifications H

Torque range: 8

2360-14729 ft.Ibs - 3200-19970 Nm 3)

_

)

<

o

)

>.

8.14" I
(207mm)

14.14" LOW PROFILE WRENCH

(359mm)

CYHDI\:ILSER 16LP LINKS R: RADIUS TOTAL WEIGHT

LINKS PART NUMBER DESIGNATION HEX male | HEXin.

615 812 4230 16LP02-206 2-3/8" - 60 mm 60 mm 2-3/8" 63 2,48 351 15,94

615 812 4240 16LP02-208 2-1/2" - 63 mm 63 mm 2-1/2 63 2,48 35T 15,94

615 812 4250 16LP02-209 2-9/16” - 65 mm 65 mm 2-9/16” 63 2,48 351 15,94

615 812 4260 16LP02-210 2-5/8" - 67 mm 67 mm 2-5/8" 63 2,48 351 15,94

615 812 4270 16LP02-211 2-11/16” - 68 mm 68 mm 2-11/16" 63 2,48 351 15,94

615 812 4280 16LP05-212 2-3/4” - 70 mm 70 mm 2-3/4" 70,6 2,78 36,2 16,44

615 812 4290 16LP05-213 2-13/16” - 71 mm 71 mm 2-13/16” 70,6 2,78 36,2 16,44

615 812 4300 16LP05-214 2-7/8" - 73 mm 73 mm 2-7/8" 70,6 2,78 36,2 16,44

615 812 4310 16LP05-215 2-15/16" - 75 mm 75 mm 2-15/16" 70,6 2,78 36,2 16,44

615 812 4320 16LP05-300 3" - 76 mm 76 mm & 70,6 2,78 36,2 16,44

615 812 4330 16LP05-301 3-1/16" - 78 mm 78 mm 3-1/16” 70,6 2,78 36,2 16,44

615 812 4340 16LP05-302 3-1/8" - 79 mm 79 mm 3-1/8" 70,6 2,78 36,4 16,54

615 812 4350 16LP05-80MM 3-3/20" - 80 mm 80 mm 3-3/20" 70,6 2,78 36,4 16,54

615 812 4360 16LP05-303 3-3/16" - 81 mm 81mm 3-3/16” 70,6 2,78 36,4 16,54

615 155 0210 615 812 4370 16LP05-304 3-1/4” - 83 mm 83 mm 3-1/4 70,6 2,78 36,4 16,54

2360-14729 ft.Ibs 615 812 4380 16LP06-305 3-5/16" - 84 mm 84 mm 3-5/16" 73,4 2,89 375 17,04

3200-19970 Nm 615 812 4390 16LP06-85MM 3-9/26” - 85 mm 85 mm 3-9/26” 734 2,89 375 17,04

615 812 4400 16LP06-306 3-3/8” - 86 mm 86 mm 3-3/8" 734 2,89 375 17,04

615 812 4410 16LP06-307 3-7/16" - 87 mm 87 mm 3-7/16” 73,4 2,89 375 17,04

615 812 4420 16LP06-308 3-1/2" - 89 mm 89 mm 3-1/2 734 2,89 375 17,04

615 812 4430 16LP07-309 3-9/16" - 90 mm 90 mm 3-9/16" 76,2 8 38,6 17,54

615 812 4440 16LP07-310 3-5/8" - 92 mm 92 mm 3-5/8" 76,2 3 38,6 17,54

615 812 4450 16LP07-311 3-11/16” - 94 mm 94 mm 3-11/16" 76,2 8 38,6 17,54

615 812 4460 16LP07-312 3-3/4" - 95 mm 95 mm 3-3/4 76,2 3 38,6 17,54

615 812 4470 16LP08-313 3-13/16" - 97 mm 97 mm 3-13/16” 80,3 3,16 39,7 18,04

615 812 4480 16LP08-314 3-7/8" - 98 mm 98 mm 3-7/8" 80,3 3,16 39,7 18,04

615 812 4490 16LP09-315 3-15/16" - 100 mm 100 mm 3-15/16" 833 3,28 40,8 18,54

615 812 4500 16LP09-400 4" - 101 mm 101 mm 4 833 3,28 40,8 18,54

615 812 4510 16LP09-102MM 102 mm 102 mm 833 3,28 40,8 18,54

615 812 4520 16LP09-402 4-1/8" - 105 mm 105 mm 4-1/8" 833 3,28 40,8 18,54

615 812 4550 16LP11-405 4-5/16" - 110 mm 110 mm 4-5/16" 89,2 Bi5i 419 19,04

615 812 4580 16LP11-115 mm 115 mm 4-48/91" 89,2 3,51 419 19,04

615 812 4590 16LP12-410 4-5/8” - 117 mm 117 mm 4-5/8" 92,2 3,63 42,9 19,52

615 812 4600 16LP12-118MM 118 mm 118 mm 92,2 3,63 42,9 19,52

615 812 4610 16LP12-411 4-11/16” - 119 mm 119 mm 4-11/16” 92,2 3,63 42,9 19,52




LP32-48

LOW PROFILE WRENCH

LP32/48
CYLINDER

LP32
615 155 0220
5250-31760 ft.lbs
7119-44748 Nm

LP48
615 155 0230
7125-43060 ft.Ibs
9662-58308 Nm

LINKS PART

NUMBER

615 812 4620
615 812 4630
615 812 4640
615 812 4650
615 812 4660
615 812 4670
615 812 4680
615 812 4690
615 812 4700
615 812 4710
615 812 4720
615 812 4730
615 812 4740
615 812 4750
615 812 4760
615 812 4770
615 812 4780
615 812 4790
615 812 4800
615 812 4810
615 812 4820
615 812 4830
615 812 4840
615 812 4850
615 812 4860
615 812 4870
615 812 4880
615 812 4890
615 812 4900
615 812 4910
615 812 4920
615 812 4930
615 812 4940
615 812 4950
615 812 4960

Torque range:
LP32: 5250-31760 ft.Ibs - 7119-43060 Nm
LP48: 7125-43000 ft.lbs - 9662-58308 Nm

11.55"
(293mm)

LP32/48 Cylinder + 32LP Links Specifications

32LP LINKS

DESIGNATI

32LP04-314 3-7/8# - 98 mm
32LP04-315 3-15/16# - 100 mm
32LP04-400 4# - 101 mm
32LP04-402 4-1/8# - 105 mm
32LP04-404 4-1/4# - 108 mm
32LP04-408 4-1/2# - 114 mm
32LP04-115MM 115 mm
32LP04-409 4-9/16# - 116 mm
32LP04-410 4-5/8# - 117 mm
32LP07-411 4-11/16# - 119 mm
32LP07-120MM 120 mm
32LP10-120MM 120 mm
32LP07-412 4-3/4# - 121 mm
32LP07-413 4-13/16# - 122 mm
32LP07-414 4-7/8# - 124 mm
32LP07-415 4-15/16# - 125 mm
32LP07-500 5# - 127 mm
32LP07-501 5-1/16# - 128 mm
32LP10-502 5-1/8# - 130 mm
32LP10-503 5-3/16# - 132 mm
32LP10-504 5-1/4# - 133 mm
32LP10-505 5-5/16# - 135 mm
32LP10-506 5-3/8# - 136 mm
32LP10-508 5-1/2# - 138 mm
32LP10-140MM_140 mm
32LP12-145MM 145 mm
32LP12-512 5-3/4' - 146 mm
32LP12-513 5-13/16' - 148 mm
32LP12-514 5-7/8' - 150 mm
32LP12-515 5-15/16' - 151 mm
32LP12-600 6" - 152 mm
32LP12-601 6-1/16" - 154 mm
32LP12-155MM 155 mm
32LP12-602 6-1/8' - 156 mm
32LP12-160MM 160 mm

HEX
male

\

1
\/
E 15.75"

(400mm)

HEXin

R: RADIUS

mm

TOTAL WEIGHT

98 mm 3-7/8 93,5 3,68 49,8 22,64 51,2 23,28
100 mm 3-15/16" 93,5 3,68 49,8 22,64 53,4 23,28
101 mm 4” 93,5 3,68 49,8 22,64 55,6 23,28
105mm  4-1/8' 93,5 3,68 49,8 22,64 57,8 23,28
108 mm  4-1/4” 93,5 3,68 49,8 22,64 60 23,28
114 mm 4172 93,5 3,68 52 23,64 64,4 24,28
115 mm  4-48/91” 93,5 3,68 52 23,64 66,6 24,28
116 mm  4-9/16” 93,5 3,68 52 23,64 68,8 24,28
117 mm  4-5/8” 93,5 3,68 52 23,64 71 24,28
119 mm  4-11/16” 101,9 4,01 63 28,64 84,2 29,28
120 mm 101,9 4,01 63 28,64 86,4 29,28
120 mm 101,9 4,01 74 33,64 99,6 34,28
121 mm  4-3/4” 101,9 4,01 63 28,64 90,8 29,28
122 mm 4-13/16" 101,9 4,01 63 28,64 93 29,28
124 mm  4-7/8" 101,9 4,01 63 28,64 95,2 29,28
125 mm 4-15/16" 101,9 4,01 67,4 30,64 101,8 31,28
127 mm 5" 101,9 4,01 67,4 30,64 104 31,28
128 mm  5-1/16” 101,9 4,01 69,6 31,64 108,4 32,28
130 mm  5-1/8” 116,1 4,57 74 33,64 115 34,28
132 mm  5-3/16” 116,1 4,57 74 33,64 7.2 34,28
133 mm  5-1/4” 116,1 4,57 74 33,64 119,4 34,28
135 mm  5-5/16” 116,1 4,57 76,2 34,64 1238 35,28
136 mm  5-3/8” 116,1 4,57 76,2 34,64 126 35,28
138 mm  5-7/16” 116,1 4,57 78,4 35,64 130,4 36,28
140 mm  5-1/2" 116,1 4,57 78,4 35,64 132,6 36,28
145 mm 128,3 5,05 85 38,64 1414 39,28
146 mm  5-3/4” 128,3 5,05 87,2 39,64 145,8 40,28
148 mm 5-13/16” 128,3 5,05 91,6 41,64 152,4 42,28
150 mm  5-7/8” 128,3 5,05 96 43,64 159 44,28
151 mm 5-15/16" 128,3 5,05 99,3 45,14 164,5 45,78
152 mm 6" 128,3 5,05 104,8 47,64 172,2 48,28
154 mm  6-1/16" 128,3 5,05 107 48,64 176,6 49,28
155 mm 128,3 5,05 109,2 49,64 181 50,28
156 mm  6-1/8" 128,3 5,05 111,4 50,64 185,4 51,28
160 mm 128,3 5,05 116,7 53,04 192,9 53,68
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TRI-HOLD® Backup Wrenches

With Titan TRI-HOLD backup wrenches, you can forget all your other backup
wrenches. One tool fits multiple bolt sizes, so you no longer need a backup
wrench for each nut size. Furthermore, the Titan backup wrench patented
design is stronger and more versatile than any other backup wrench on the
market, it has no moving parts for higher durability and ease of use.

The load is retained by the three flats of the triangle on the wrench. These
flats are much stronger than the flats of a regular hexagonal key. The third flat
of the triangle is retained by an adjustable screw which secures the nut for
safer hands-free operation.
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Loosening the screw allows quick removal, eliminating the need to hit the
wrench and change the bolt load. The thicknesses of the walls are unchanged
so the TRI-HOLD will fit in the toughest and hardest to reach places. One tool
handles a multitude of hex sizes, saving you time and money.

TRI-HOLD

VERSATILE,
DURABLE,
SAFER

FEATURES

m One tool fits multiple bolt sizes

m Adjustable screw for hands-free operation
m Electroless nickel Plating

m Unique patented design

The TRI-HOLD® Benefits

m Safer, hands free operation

m Unique Patented Backup wrenches
m Durable design

m Works on imperial and metric bolts
m Corrosion resistance

TRI-HOLD® Dimensions

MODEL PART NUMBER NUT SIZE RANGEA/F DIMENSIONS

TTH-1A 615 812 2500 1-15/8 26-41 7.4 188 1,18 30 2,34 59,4 6,03 153,2 0,39 9,9
TTH-2A 615 812 2510 13/8-21/16 35-55 9,19 233,4 1,68 42,7 2,99 75,9 7,52 191 0,39 9,9
TTH-3A 615 812 2520 13/4-211/16 44 -69 12,23 310,6 1,97 50 3,78 96 9,85 250,2 0,75 1901
TTH-4A 615 812 2530 21/16-33/8 54 - 86 15,12 384 2,46 62,5 4,6 116,8 12,24 310,9 0,81 20,6

TTH-5A 615 812 2540 211/16 -4 3/16 68 - 107 18,26 463,8 3,06 7,7 571 145 14,73 374,1 1 25,4



ELECTRIC PUMPS

s
e

EXE-MAX

i e

EXE-MAX SUPER

EXE SERIES

HANNEL [VOLTAGE]
(V)
MODEL PART NUMBER l

EXEMINI-230SFL |6151560010] 1 | 230
EXE-MINI-100SFL |6151560020] 1 | 230
EXEMINI-115SFL |6151560030| 1 | 230
EXEMINI-110SFL |6151560040) 1 | 230
EXE-MAX-230FFH1|6151560130] 1 | 230
EXE-MAX-230-FFH4|6151560140) 1 | 230
EXE-MAX-100-FFH1|615156 0150 1 | 230
EXE-MAX-100-FFH4|615 156 0160] 1 | 230
EXE-MAX-115FFH1|6151560170| 1 | 230
EXE-MAX-115FFH4|6151560180] 1 | 230
EXE-MAX-110-FFH1|615156 0190 1 | 230
EXE-MAX-110-FFH4|6151560200] 1 | 230
EXE-MAXS-230-FF1|6151560210] 1 | 230
EXE-MAXS230-FF4|6151560220] 1 | 230
EXE-MAXS-115-FF1|6151560230] 1 | 230
EXE-MAXS115-FF4|6151560240] 1 | 230
EXE-MAXS-110-FF1|6151560250] 1 | 230
EXE-MAXS-110-FF4|615156 0260 1 | 230

FRE-

50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60
50/60

0.35
0.35
0.35
0.35
0.75
0.75
0.75
0.75
0.75
0.75
0.75
0.75
1.5
1.5
1.5
1.5
1.5
1.5

0.25
0.25
0.25
0.25
0.55
0.55
0.55
0.55
0.55
0.55
0.55
0.55
1.1
1.1

1.1
1.1
11

195
195
195
195
390
390
360
360
390
390
390
390
510
510
460
460
510
510

3.2
3.2
3.2
3.2
6.5
6.5

6.5
6.5
6.5
6.5
8.5
8.5
7.5
7.5
8.5
8.5

EDIUM PRESS

cuin/min| L/min |cuin/min{ L/min

55

55

55

55

110
110
102
102
110
110
110
110
180
180
155
155
180

180

EXPRESS Series - EXE

Electric Hydraulic Torque Wrench Pumps

BENEFITS

m Robust, Fast and Quiet

FEATURES

m 3 stage Piston design - faster at working pressure
m Quiet operation - Low noise emission

m Double scale gauge (psi/bar)

EXE MINI SPECIAL FEATURE (SMALL FRAME)

m Built-in thermometer (°F/°C) for oil temperature check

EXE MAX SPECIAL FEATURE (FULL FRAME)
m Built-in lifting hook for superior portability

EXE MAX SUPER

m Built-in oil cooler, stabilizes oil
viscosity, increasing oil life
and reducing wear of pump

m Sturdy steel full protective
frame for greater pump

durability and stability on soft
or uneven surfaces

0.9
0.9
0.9
0.9
1.8
1.8
1.4
1.4
1.8
1.8
1.8
1.8
34
3.4
25
25
3.4
34

WEIGHT
GH PRESSURE|

25
25
25
25
43
43
43
43
43
43
43
43
80
80
62
62
80

80

0.4
0.4
0.4
0.4
0.7
0.7
0.7
0.7
0.7
0.7
0.7
0.7
1.3
1.3

1.3
1.3

36.3
36.3
36.3
36.3
66
66
66
66
66
66
66
66
726
726
726
726
726
726

kg
16.5
16.5
16.5
16.5
30
30
30
30
30
30
30
30
33
33
33
33
33
33

12.8
12.8
12.8
12.8

DIMENSIONS
XWX H)
n ‘

2 port versions available
for EXE MAX and EXE MAX Super

Single port 4-tool port

s

oL
COOLER

16.8(10.4 260 420 | NO NO 3
16.8|10.4 260 420 | NO NO 3
16.8(10.4 260 420 | NO NO 3
16.8|10.4 260 420 | NO NO 3
20 | 12 300 500| YES YES 75
20 | 12 1 300 500 | YES YES 75
20 | 12 300 500| YES YES 75
20 | 12 1 300 500 | YES YES 75
20 | 12 300 500| YES YES 75
20 | 12 1 300 500 | YES YES 75
20 | 12 300 500| YES YES 75
20 | 12 1 300 500 | YES YES 75
18 [12.4 310 450 | NO YES 75
18 [12.4 310 450 | NO YES 75
18 |12.4 310 450 | NO YES 75
18 [12.4 310 450 | NO YES 75
18 124 310 450 | NO YES 75
18 [12.4 310 450 | NO YES 75

OILTANK
CAPACITY
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EXPRESS Series - EXA

Pneumatic Hydraulic Torque Wrench Pumps

PNEUMATIC PUMPS

BENEFITS

m Robust, Powerful and Quiet

HYDRAULIC BOLTING

FEATURES

m Explosion-proof air driven motor

m 3 Stage Piston design - faster at working pressure

m Double scale gauge (psi/bar)

m Built-in thermometer (°F/°C) for oil temperature check

EXA MINI SPECIAL FEATURE (SMALL FRAME)

m Built -in thermometer (°F/°C) for oil temperature check

EXA MAX SPECIAL FEATURE (FULL FRAME)

m Sturdy steel full protective frame for greater pump durability
and stability on soft or uneven surfaces EXA-MAX
SINGLE PORT

EXA-MAX

4-TOOL PORT

EXA SERIES

EXAMODEL CHANNEL | POWER MAX OIL FLOW WEIGHT DIMENSIONS FRAME ol OILTANK
LOW PRESSURE HGHPRESSURE| WO OIL (LXWXH) COOLER | CAPACITY
HP kg in

MODEL PART NUMBER
EXAMINI-SF1 | 615 156 0280 1 155 112|275 45 | 86 14 | 32 05 | #1 19 (1221156 16.5| 31 . 29 42 Small NO YES 3 0,79
EXAMAX-FF1 | 615 156 0290 1 38 28|460 75 |153 25| 55 09 | 66 30 |205 138 20 | 52 35 51 Full NO YES 7,5 1,98

EXAMAX-FF4 | 615 156 0300 1 38 28460 75 |153 25 | 55 09 | 66 30 [205 138 20 | 52 35 51 Full NO YES 7.5 1,98



Accessories - Hydraulic tools
T SERIES ACCESSORIES

T1

T3

10

T5

T8

T10

T25

MODEL ITEM

0 ~N O Ul W N
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REF

T1-ALCA
T1-03-STUBBY-A
T1-ALCS-A
T1-03A
T1-43-300-A
T1-5Q100
T1-HX008
T1-HX017MM
T1-HX019MM
T1-HX021MM
T1-HX022MM
T1-HX023MM
T1-HX100
T1-HX027MM
T1-HX036MM
T1-S30MM
T1-S36MM
T1-ALCAS

T3-ALCA
T3-03-STUBBY-4
T3-ALCS-A
T3-03A
T3-43-300
T3-SQ012
T3-SQ108
T3-HX010
T3-HX012
T3-HX022MM
T3-HX024MM
T3-HX100
T3-HX101
T3-HX030MM
T3-HX032MM
T3-HX036MM
T3-S36MM
T3-S42MM
T3-S46MM
T3-ALCAS

T5-ALCA
T5-03-STUBBY-A
T5-ALCS-A
T5-03A
T5-43-300
T5-SQ100
T5-SQ208
T5-HX012
T5-HX014
T5-HX100
T5-HX030MM
T5-HX032MM
T5-HX036MM
T5-HX041MM
T5-ALCAS

T8-ALCA
T8-03-STUBBY-A
T8-ALCS-A
T8-03A
T8-SQ100
T8-SQ208
T8-HX204
T8-ALCAS

T10-ALCSA
T10-ALCS-A
T10-03A
T10-SQ100
T10-SQ208
T10-HX106
T10-HX114
T10-HX032MM
T10-HX036MM
T10-HX041MM
T10-HX046MM
T10-ALCAS

T25-ALCA
T25-ALCS-A
T25-03A
T25-5Q108
T25-ALCAS

DESCRIPTION

Extended Alco Arm

Stubby reaction Arm

Steel Sleeve assembly

Standard reaction arm

Extended boot Assy

T1 step up direct sq drive 1"

T1 direct hex drive 1/2"

T1 direct hex drive 17mm

T1 direct hex drive 19mm

T1 direct hex drive 21mm-13/16"
T1 direct hex drive 22mm

T1 direct hex drive 23mm

T1 direct hex drive 25mm-1"

T1 direct hex drive 27mm

T1 direct hex drive 36mm

T1 direct hex drive socket 30mm
T1 direct hex drive socket 36mm
Extended Alco arm and sleeve

Extended Alco Arm

Stubby reaction Arm

Steel Sleeve assembly

Standard reaction arm

Extended boot

T3 step down direct sq drive 3/4"
T3 step up direct sq drive 1 1/2"
T3 direct hex drive 5/8" -17mm

T3 direct hex drive 3/4" - 19mm
T3 direct hex drive 7/8" - 22mm
T3 direct hex drive 15/16" - 24mm
T3 direct hex drive 1" - 25mm

T3 direct hex drive 1-1/16" - 27mm
T3 direct hex drive 1-13/16" - 30mm
T3 direct hex drive 1-1/4" - 32mm
T3 direct hex drive 1-5/12" - 36mm
T3 direct hex drive socket 36mm
T3 direct hex drive socket 42mm
T3 direct hex drive socket 46mm
Extended Alco arm and sleeve

Extended Alco Arm

Stubby reaction Arm

Steel Sleeve assembly
Standard reaction arm
Extended boot

T5 step down direct sq drive 1"
T5 step up direct sq drive 2 1/2"
T5 direct hex drive 3/4"

T5 direct hex drive 7/8"

T5 direct hex drive 1"

T5 direct hex drive 30mm

T5 direct hex drive 32mm

T5 direct hex drive 36mm

T5 direct hex drive 41mm
Extended Alco arm and sleeve

Extended Alco Arm

Stubby reaction Arm

Steel Sleeve assembly
Standard reaction arm

T8 step down direct sq drive 1"
T8 step up direct sq drive 2 1/2"
T8 direct hex drive male 2-1/4"
Extended Alco arm and sleeve

Extended Alco Arm

Steel Sleeve assembly
Standard reaction arm

T10 step down direct sq drive 1"
T10 step up direct sq drive 2 1/.
T10 direct hex drive 1-3/8"

T10 direct hex drive 1-7/8"

T10 direct hex drive 32mm
T10 direct hex drive 36mm
T10 direct hex drive 41mm
T10 direct hex drive 46mm
Extended Alco arm and sleeve

Extended Alco Arm

Steel Sleeve assembly

Standard reaction arm

T25 step down direct sq drive 1 1/2"
Extended Alco arm and sleeve

PART NUMBER

615 812 8570
615 565 7230
615 548 2655
615 398 9955
615 565 7185
615 575 2745
615 575 2035
615 575 2895
615 575 1545
615 575 3095
615 575 1555
615 575 3105
615 575 2125
615 575 2105
615 575 1565
615 575 2595
615 575 2605
615 812 8620

615 812 8580
615 565 7240
615 548 2665
615 398 9965
615 565 7195
615 575 2795
615 575 2845
615 575 1825
615 575 1835
615 575 1575
615 575 1915
615 575 1855
615 575 1865
615 575 1925
615 575 1935
615 575 1945
615 575 2885
615 575 2965
615 575 2975
615 812 8630

615 812 8590
615 565 5310
615 548 2675
615 398 9975
615 565 7205
615 575 2805
615 575 2855
615 575 1635
615 575 1645
615 575 1655
615 575 1765
615 575 1505
615575 1775
615 575 1515
615 812 8640

615 812 8390
615 565 7250
615 548 2645
615 398 9985
615 575 2815
615 575 2865
615 575 3030
615 812 8400

615 812 8600
615 548 2685
615 398 9995
615 575 2825
615 575 2875
615 575 2235
615 575 2275
615 575 2315
615 575 1585
615 575 2325
615 575 2905
615 812 8650

615 812 8610
615 548 2695
615 399 0015
615 575 2835
615 812 8660




LP SERIES ACCESSORIES

LP2 LP2-ALC-A Extended Alco Arm 615 812 8470
2 LP2-FF Reaction Paddle 615 812 8750
3 Hex reducer See p 54

LP4 1 LP4-ALC-A Extended Alco Arm 615 812 8480
2 LP4-FF Reaction Paddle 615 812 8760
3 Hex reducer See p 54

LP8 1 LP8-ALC-A Extended Alco Arm 615 812 8490
2 LP8-FF Reaction Paddle 615 812 8770
3 Hex reducer See p 54

LP16 1 LP16-ALC-A  Extended Alco Arm 615 812 8500
2 LP16-FF Reaction Paddle 615 812 8780
3 Hex reducer See p 54

5 Stack socket

STEEL TWINLINE HOSE ASSEMBLY

10 ft / 3 m steel twinline hose assy 10 3 6158122420
15 ft / 4.5 m steel twinline hose assy 15 4.5 6158122430
20 ft / 6 m steel twinline hose assy 615 812 2440
30 ft/ 9 m steel twinline hose assy 615 812 2460
50 ft / 15 m steel twinline hose assy 15 6158122480

Hydraulic oil cp (51-1,32gal) 615 812 2900

Chicago

Pneumatic

HYDRAULIC BOLTING



Accessories - Hydraulic tools

LP SERIES ACCESSORIES
REDUCERS

MODEL

LP2

DESCRIPTION

Reducer LP2 36mm_32mm - 1-5/12"_1-1/4"
Reducer LP2 41mm_24mm - 1-5/8"_15/16"
Reducer LP2 41mm_30mm - 1-5/8"_1-13/16"
Reducer LP2 41mm_32mm - 1-5/8"_1-1/4"
Reducer LP2 46mm_30mm - 1-13/16"_1-13/16"
Reducer LP2 46mm_32mm - 1-13/16"_1-1/4"
Reducer LP2 46mm_36mm - 1-13/16"_1-5/12"
Reducer LP2 50mm_36mm - 1-31/32"_1-5/12"
Reducer LP2 50mm_41mm - 1-31/32"_1-5/8"
Reducer LP2 55mm_36mm - 2-1/6"_1-5/12"
Reducer LP2 55mm_41mm - 2-1/6"_1-5/8"
Reducer LP2 55mm_46mm - 2-1/6"_1-13/16"
Reducer LP2 55mm_50mm - 2-1/6"_1-31/32"
Reducer LP2 60mm_36mm - 2-3/8"_1-5/12"
Reducer LP2 60mm_41mm - 2-3/8"_1-5/8"
Reducer LP2 60mm_46mm - 2-3/8"_1-13/16"
Reducer LP2 60mm_55mm - 2-3/8"_2-1/6"

PART NUMBER

615 820 7380
615 820 7920
615 820 7720
615 820 7390
615 820 7930
615 820 7730
615 820 7400
615 820 7740
615 820 7410
615 820 8060
615 820 7940
615 820 7750
615 820 7420
615 820 8070
615 820 7950
615 820 7760
615 820 7430

LP4

Reducer LP4 46mm_36mm - 1-13/16"_1-5/12"
Reducer LP4 46mm_41mm - 1-13/16"_1-5/8"
Reducer LP4 50mm_36mm - 1-31/32"_1-5/12"
Reducer LP4 50mm_46mm - 1-31/32"_1-13/16"
Reducer LP4 55mm_32mm - 2-1/6"_1-1/4"
Reducer LP4 55mm_36mm - 2-1/6"_1-5/12"
Reducer LP4 55mm_41mm - 2-1/6"_1-5/8"
Reducer LP4 55mm_50mm - 2-1/6"_1-31/32"
Reducer LP4 60mm_36mm - 2-3/8"_1-5/12"
Reducer LP4 60mm_46mm - 2-3/8"_1-13/16"
Reducer LP4 60mm_50mm - 2-3/8"_1-31/32"
Reducer LP4 60mm_55mm - 2-3/8"_2-1/6"
Reducer LP4 65mm_46mm - 2-9/16"_1-13/16"
Reducer LP4 65mm_50mm - 2-9/16"_1-31/32"
Reducer LP4 65mm_55mm - 2-9/16"_2-1/6"
Reducer LP4 65mm_60mm - 2-9/16"_2-3/8"
Reducer LP4 70mm_55mm - 2-3/4"_2-1/6"
Reducer LP4 70mm_60mm - 2-3/4"_2-3/8"
Reducer LP4 70mm_65mm - 2-3/4"_2-9/16"
Reducer LP4 75mm_50mm - 2-15/16"_1-31/32"
Reducer LP4 75mm_55mm - 2-15/16"_2-1/6"
Reducer LP4 75mm_60mm - 2-15/16"_2-3/8"
Reducer LP4 75mm_65mm - 2-15/16"_2-9/16"
Reducer LP4 80mm_50mm - 3/3/20"_1-31/32"
Reducer LP4 80mm_55mm - 3/3/20"_2-1/6"
Reducer LP4 80mm_65mm - 3/3/20"_2-9/16"
Reducer LP4 80mm_70mm - 3/3/20"_2-3/4"
Reducer LP4 80mm_75mm - 3-3/20"_2-15/16"

615 820 7770
615 820 7440
615 820 7780
615 820 7450
615 820 8080
615 820 7960
615 820 7790
615 820 7460
615 820 8090
615 820 7970
615 820 7800
615 820 7470
615 820 8100
615 820 7980
615 820 7810
615 820 7480
615 820 7990
615 820 7820
615 820 7490
615 820 8110
615 820 8000
615 820 7830
615 820 7500
615 820 8150
615 820 8120
615 820 8010
615 820 7840
615 820 7510

MODEL DESCRIPTION PART NUMBER
Reducer LP8 65mm_50mm - 2-9/16"_1-31/32" 615 820 7850
Reducer LP8 65mm_60mm - 2-9/16"_2-3/8" 615 820 7520
Reducer LP8 70mm_55mm - 2-3/4"_2-1/6" 615 820 7860
Reducer LP8 70mm_65mm - 2-3/4"_2-9/16" 615 820 7530
Reducer LP8 75mm_55mm - 2-15/16"_2-1/6" 615 820 8020
Reducer LP8 75mm_60mm - 2-15/16"_2-3/8" 615 820 7870
Reducer LP8 75mm_70mm - 2-15/16"_2-3/4" 615 820 7540
Reducer LP8 80mm_50mm - 3-3/20"_1-31/32" 615 820 8160
Reducer LP8 80mm_55mm - 3-3/20"_2-1/6" 615 820 8130
Reducer LP8 80mm_60mm - 3-3/20"_2-3/8" 615 820 8030
Reducer LP8 80mm_65mm - 3-3/20"_2-9/16" 615 820 7880

LP8 Reducer LP8 80mm_75mm - 3-3/20"_2-15/16" 615 820 7550
Reducer LP8 85mm_55mm - 3-9/26"_2-1/6" 615 820 8170
Reducer LP8 85mm_60mm - 3-9/26"_2-3/8" 615 820 8140
Reducer LP8 85mm_65mm - 3-9/26"_2-9/16" 615 820 8040
Reducer LP8 85mm_70mm - 3-9/26"_2-3/4" 615 820 7890
Reducer LP8 85mm_80mm - 3-9/26"_3-3/20" 615 820 7560
Reducer LP8 90mm_75mm - 3-9/16"_2-15/16" 615 820 7570
Reducer LP8 95mm_75mm - 3-3/4"_2-15/16" 615 820 8050
Reducer LP8 95mm_80mm - 3-3/4"_3-3/20" 615 820 7900
Reducer LP8 95mm_90mm - 3-3/4"_3-9/16" 615 820 7580
Reducer LP8 110mm_95mm - 4-5/16"_3-3/4" 615 820 8180
Reducer LP8 110mm_95mm - 4-5/16"_3-3/4" 615 820 8180
Reducer LP16 105mm_90mm - 4-1/8"_3-9/16" 615 820 7630
Reducer LP16 110mm_95mm - 4-5/16"_3-3/4" 615 820 7640
Reducer LP16 115mm_100mm 615 820 7650
Reducer LP16 80mm_65mm - 3-3/20"_2-9/16" 615 820 7590
Reducer LP16 85mm_70mm - 3-9/26"_2-3/4" 615 820 7600
Reducer LP16 90mm_75mm - 3-9/16"_2-15/16" 615 820 7610

LP16 Reducer LP16 95mm_75mm - 3-3/4"_2-15/16" 615 820 7910

Reducer LP16 95mm_80mm - 3-3/4"_3-3/20"
Reducer LP32 120mm_95mm

Reducer LP32 130mm_105mm - 5-1/8"_4-1/8"
Reducer LP32 135mm_110mm - 5-5/16"_4-5/16"
Reducer LP32 140mm_115mm

Reducer LP32 145mm_120mm

Reducer LP32 155mm_130mm

615 820 7620
615 820 7660
615 820 7670
615 820 7680
615 820 7690
615 820 7700
615 820 7710
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FASTENING

CP2036 - CP2037
CP2041 - CP2042
CP2136 - CP2141

CP2754
CP2764

CP2755
CP2765

Pistol grip for horizontal In-line shape
applications or for better for vertical applications
controllability

HOW TO SELECT YOUR FASTENING SCREWDRIVERS?

STEP 1 STEP 2 STEP 3

Applications Screws Tools

» Materials/ » Shape » Clutch type
Fasteners » Size » Torque/Speed

» Joint types » Access » Handle type

» Accuracy » Bits

» Torque/Speed

» Duty

CLUTCH TYPE

» IMPACT CLUTCH (ROCKING DOG)
+ Good on very soft joints providing high speed rundown

» DIRECT DRIVE “““'

* No clutch, directly driven bit
« Stall torque regulated to air pressure “
+ Easy to use by maintain

« Ergonomic handling (light weight, size...) ﬁ
» POSITIVE CLUTCH =y

+ Good for varying torque applications
+ Operator can force clutch engagement for higher torque
+ Excellent for wood applications

» CUSHION CLUTCH
* High speed rundown
« Torque output adjusted by spring tension
+ Clutch ratchets at preset torque
« Easy to use, adjust and to maintain

» SHUT-OFF CLUTCH
« Clutch shut-off at preset torque
« Various speed models available
« Torque adjustment for accurate tightening
« Various shapes for all types of applications

CP2816 - CP2817 [ CP2003 - CP2005
CP2826 - CP2829 | CP2007 - CP2008
CP2010 - CP2012

CP2780 CP2623 - CP2612 CP2611
CP780 - CP781 CP2621
CpP781 CP2622

ol
(6]

FASTENING




SCREWDRIVER SELECTION

2. Screws Selection Charts

Fastener Torque Values for metric screws:

GRADES 4.6 5.8 8.8 109 12.9 8.8

1. Types of Screws

Many types of screws are available and are selected depending on the applications and
materials. In addition, thread geometry (insertion speed), and head imprint also influence
the choice of the bits and the screwdrivers.

0.8 1.34 2.2 30 3.6

12 20 32 45 5.4 32

24 4.0 6,4 9.0 10.7 6.5

41 6.8 10.9 153 18.3 1

9.8 16.3 26.1 36.8 44.1 26
193 322 515 I 86.9 52
33.6 56 90 126 151 91

For non metric threads, please use the following data as a guide:

14 5.4 40 10 7.6 u 82
8.3 21 23

5/16 1.2 . 15.7 17.0
3/8 20.0 147 38 219 41 30.2
7116 320 235 61 448 85 483
12 48.8 36.0 93 68.4 100 738

IMPACT  CP2136 10,000 LEVER
IMPACT ~ CP2141 13,000 TRIGGER
IMPACT  CP2036 10,000 LEVER
IMPACT  CP2037 10,000 LEVER
IMPACT  CP2041 15,000 TRIGGER
IMPACT  CP2042 5,600 TRIGGER
DIRECT CP2754 o 1,450 TRIGGER
DIRECT  CP2755 2,200 TRIGGER
DIRECT CP2764 600 TRIGGER
DIRECT  CP2765 900 TRIGGER
POSITIVE CP2780 2,100 TRIGGER

CUSHION CP780 —_— 1,800 TRIGGER
CUSHION CP781 800 TRIGGER
CUSHION CP782 —— 1,800 LEVER
CUSHION CP783 2,000 LEVER
CUSHION CP2828 1,300 LEVER
-1“ CUSHION CP2829 900 LEVER
CUSHION CP2623 1,700 LEVER
CUSHION CP2816 ——— 1,800 TRIGGER
CUSHION CP2817 800 TRIGGER
CUSHION CP2612 1,700 TRIGGER
SHUT-OFF CP2005 1,100 PUSH
SHUT-OFF CP2611 1,000 TRIGGER
h SHUT-OFF CP2010 1,470 PUSH
SHUT-OFF CP2003 — 1,100 PUSH
_‘SHUT-OFF CP2012 1,470 LEVER
SHUT-OFF CP2007 1,100 PUSH
SHUT-OFF CP2008 1,100 LEVER
-SHUT—OFF CP2622 1,700 PUSH
SHUT-OFF CP2621 1,000 PUSH
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Impact Clutch Screwdrivers

CP2136

COMPACT, FAST
& EASY TO USE

FEATURES

m 1/4" Hex quick change

m Double rocking dog clutch
m Single hard reverse

BENEFITS
m Compact & Lightweight -~
m Low air consumption for a better efficiency
m Excellent for various MRO applications
CP2141
m@ % See accessories on pages 65-66
g ‘ nGmEx’\VNE%wLANCE 120 mﬁ?&mhcs&wouucnw 202024 ﬁv%ptstTRlAL ‘

MODEL PART NUMBER OL}J_{TEF;UT SFFSEEEED MIN TORQUE MAX TORQUE NET WEIGHT LENGTH FEIEI:{ECSgIESE.D VES%%}%&!EL ESILEJé\JSD I§8\5J\/’\E‘B ”\;]-\LIFE{T
Nm ft.lb Nm . 1SO 15744 - dB(A) ‘ in.

CP2136 894 102 1360 1/4  |10,000| 593 | 80 [155:210|15:07 |73 185|88 42|74 28 | 89 100 | 1/4
CP2141 8941021410 | 1/4 |13,000| 7.38 | 10.0 |17.7 24.0 | 1.9 09 |56 143|181 85|53 21 77 88 | 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.

o
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Impact Clutch Screwdrivers

CP2041 CP2042

COMPACT
& HIGH TORQUE

FAST & FURIOUS

FEATURES
FEATURES m Double rocking dog clutch
m Double rocking dog clutch m Reversible
m Reversible m Suspension bail included

m Suspension bail included

BENEFITS
BENEFITS _ m High power delivered with controlled speed
m High Torque and High Speed m Comfortable handling with Ergo-grip
m Comfortable handling with Ergo-grip m Operator comfort

m Operator comfort with single handed

CP2036

CP2037 LOW NOISE &
Same features as I— I G HTWE | GHT

CP2036 with higher torque

FEATURES

m Double rocking dog clutch

m Built-in power regulator

m Ergonomic with suspension bail

BENEFITS

m Low noise & lightweight

m Quick torque adjustment

m Excellent for soft type materials

GENERAL INDUSTRIAL SUPER
ﬁ MAINTENANCE *ﬁ MAINTENANCE & PRODUCTION INDUSTR\AL ‘

PART NUMBER OL}J_‘EF;(UT SFF”REEEED MIN TORQUE MAX TORQUE NET WEIGHT  LENGTH FEEE SPEED VIBRATIONLEVEL. SOUND | SOUND | AIR

R CONS. | 18028927 (m/s?) = PRESS. POWER ' INLET

rpm ft.lb ‘ Nm ft.lb Nm in. ‘ mm | cfm ‘ a k 1SO 15744 - dB(A)
CP2036 6151922036 | 1/4 |10,000 2.5 & 34 |11.8:16.0 |17 0882 207 [13.0 6.1 <25 83 | o4 | 1/4
CP2037 6151922037 | 1/4 |10,000] 13.3 180 [207 28.0|1.8 08|82 207|130 6.1 |<2. 88 | 99 | 1/4
CP2041 6151922041 | 1/4 [15000] 59 @ 80 | 31 42023 10|59 152|270 12731 13 | 88 | 99 | 1/4
CP2042 6151922042 | 1/4 |5600| 44 = 60 |302 41023 10|59 152|270 12766 33 | 88 | 99 | 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar) Listed spectflcatlons are for reference only Please check documents in each tool.
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Positive Clutch & Direct Drive Screwdrivers

CP2780 CP2755

COMPACT & HIGH SPEED HIGH-SPEED DIRECT

POSITIVE CLUTCH DRIVE
FEATURES FEATURES
m Reverse control at the trigger m Reverse control at the trigger
m Progressive trigger CP2765 m Rubber grip
= Rubber grip Similar features as m Progressive trigger
CP2755 with higher torque

BENEFITS BENEFITS
m Perfectly designed for wood applications m Good for soft draw applications
m Operator can control clutch engagement for m Fast screw rundown

higher torque m Compact & easy handling

m Good for prevailing torque applications

IDEAL FOR USE WITH
STUD CLEANERS (PG. 61)
TO IMPROVE THE
CLAMPING FORCE OF
TIGHTENING

8088

CP2764

Quie,

‘(Slr\@e

DURABLE & LOW
NOISE FOR INTENSIVE

APPLICATIONS
A FEATURES
m Reliable motor & components
CP2754 m Durable Aluminum Body
Same features as m Progressive trigger
CP2764 with higher speed
BENEFITS

m Robust construction & Simple maintenance

m Comfortable handling and noise level only
e (77dB(A))

CP2755 m Powerful & continuous screw penetration

L

GENERAL INDUSTRIAL SUPER
MAINTENANCE ** MAINTENANCE & PRODUCTION *** INDUSTRIAL ‘

PART NUMBER OUTPUT FREE MAX TORQUE NET WEIGHT LENGTH FREE SPEED VIBRATIONLEVEL SOUND | SOUND @ AIR
HEX SPEED AIR CONS. 1S0 28927 (m/s?) | PRESS. | POWER | INLET
rpm ft.lb ‘ Nm in. cfm ‘ I/s ‘ K 1SO 15744 - dB(A)

CP2754 6151922754 | 1/4 | 1450 | 37 50 | 20 09 | 83 = 210 |17.0 80 |<25. - | 77 | 88 | 1/4
CP2755 6151922755 | 1/4 | 2200 |54 73| 23 10 | 63 = 160 |297 140|<25 - | 90 | 101 | 1/4
CP2764 6151922764 | 1/4 600 |103 140| 22 10 | 90 228 [170 80 (<25 - | 77 | 88 | 1/4
CP2765 6151922765 | 1/4 900 |66 90| 26 12 | 70 178 |297 140|<25 - | 9 | 110 | 1/4
CP2780 6151922780 | 1/4 | 2100 | 74 100| 24 11 | 65 = 164 |29.7 140|<25 - | 89 | 100 | 1/4
Hose int. 3/8"(10mm) @90 PSI (@6.3 Bar) (CP2754 and CP2764) Listed specifications are for reference only. Please check documents in each tool.

Hose int. 1/2'(13mm) @90 PSI (@6.3 Bar) (CP2755, CP2765, CP2780)

(o))
©

FASTENING



Cushion Clutch Screwdrivers

1,800 RPM

CP782

HIGH SPEED & ROBUST

FEATURES

m External clutch adjustment

m Built-in 1/4" Female Hex quick-change

= Convenient single handed forward/reverse

BENEFITS

m High speed fastening for greater productivity

m Reliable & easy-to-adjust cushion clutch

m Ideal tool for general repair, wood, PVC &
refurbishing applications

CP781

——

il
r

HIGH TORQUE
& ROBUST

FEATURES

m External clutch adjustment

m Built-in 1/4" Female Hex quick-change

m Convenient single handed forward/reverse

BENEFITS

m Reliable & easy-to-adjust cushion clutch for
powerful fastening

m Robust aluminum body & steel clutch
housing

m Ideal tool for general assembly, metal,
wood, PVC and refurbishing applications

MODEL PART NUMBER OLIJ%TEPXUT SFPREEEED MIN TORQUE
in. rpm ft.lb ‘ ft.lb ‘ Nm
CP780 T025095 1/4 |1,800| 2.06 | 28 | 37 | 5.0
CP781 T025096 1/4 800 | 457 @ 62 | 84 @113
CP782 T025097 14 [1,800| 258 = 35 | 37 | 50
CcP783 T025098 114 |2000| 08 11 |206 28

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar)

MAX TORQUE NET WEIGHT

CP783 HIGH TORQUE
Same features as & ROBUST
CP782 with higher speed
and lightweight
FEATURES

m External clutch adjustment
m Convenient single handed forward/reverse valve
m Progressive lever start and suspension bail

BENEFITS

m Reliable cushion clutch

m Comfortable use thanks to low weight

m |deal tool for general assembly operations
on metal, wood, PVC, or any repair
applications

GO R

W GENERAL

INDUSTRIAL
L2 MAINTENANCE *ﬁ

SUPER
MAINTENANCE & PRODUCTION *ﬁﬁ INDUSTRIAL ‘

FREE SPEED VIBRATION LEVEL. SOUND ' SOUND
AIR CONS. | 18028927 (m/s?) =PRESS. POWER INLET

LENGTH

Ils I1SO 15744 - dB(A)

‘ mm

cfm ‘

25 1.1 1210 (25.0:11.6| 2.9 1.4 | 98 | 109

3014|8922 (250 11.8(<25 - 100 | 111 | 1/4
25 11|96 245 1611 76 (<25 - | 94 | 105 | 1/4
13 06|89 22690 42|<25 - | 8 | 99 | 1/4

Listed specifications are for reference only. Please check documents in each tool.
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Cushion Clutch Screwdrivers

CP2623

Q"”&‘)‘

80 dB(A)"
‘(Sln(; 80dB(A)

EXTREMELY COMPACT
& PRODUCTIVE

FEATURES

m Single handed reverse button

m Keyless Torque setting adjustment
m Color rings for torque identification

m Fast at 1,700 rpm
m Compact for easy acces
m Low noise & vibration for operator

BENEFITS i

m Productive at 1,800 rpm
m Compact for easy access
m Low noise & vibration for operator comfort

CP2612

SPEED IS KEY TO IMPROVE
PRODUCTIVITY WITH CUSHION
CLUTCH MODELS

m% % See accessories on pages 65-66

! GENERAL "' INDUSTRIAL
. ‘ MAINTENANCE MAINTENANCE & PRODUCTION

MODEL PART NUMBER Olﬂ{'I'EF;(UT SFF":{EEEED MIN TORQUE MAX TORQUE NET WEIGHT| LENGTH FEIERECSC')DI\IIESE.D v‘lggéngozg‘LnE/\éE’L Sggé\lslj l§8\LlJV’\E‘B INAL”I?T
rpm in. ' 1SO 15744 - dB(A)

CP2612 615 192 2612 1/4 1,700 |0.737 i 1.0 [442 6.0 | 2.0 09|75 190 |21.2:10.0|<2. - 77 88 1/4

CP2623 615 192 2623 1/4 1,800 |1.106: 1.5 |4.056: 55 | 1.8 0.8 | 8.2 207 |27.8 13.1|<25 - 78 89 | 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar) Listed specifications are for reference only. Please check documents in each tool.

FASTENING




Cushion Clutch screwdrivers

CP2816

CP2817

800 RPM

FOR INTENSIVE USE

FEATURES

m Robust aluminium housing

m Comfortable rubber grip

m Convenient single handed fwd/rev operation

BENEFITS

m Durable mechanism

m Quick torque setting

m Good for many applications

CP2828

1,600 RPM

CP2829 INDUSTRIAL & SLIM

Similar features as
CP2828 with higher
torque

FEATURES

m Small diameter - good grip

m High speed

m Low noise and vibration level

BENEFITS

m Robust aluminium housing

m Comfortable rubber grip

m Convenient single handed fwd/rev operation

PART NUMBER | OUTPUT | FREE MIN TORQUE
HEX SPEED

rpm

CP2816 615 163 0020 1/4 1,900 | 1.8 25 34
CP2817 615 163 0030 1/4 800 22 3.0 7
CP2828 615 163 0040 1/4 1,600 | 1.3 1.8 24
CP2829 615 163 0050 1/4 750 1.8 2:5 3.8

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar)

3.2
5.2

MAX TORQUE NET WEIGHT

FOR MRO AND
ASSEMBLY

FEATURES

m Up to 6.3 ft.Ibs (8.5 Nm)

m Comfortable rubber grip

m Convenient single handed fwd/rev operation

BENEFITS
= Robust aluminium housing
m Comfortable rubber grip

‘ GENERAL e

INDUSTRIAL
MAINTENANCE @ AAK

SUPER
L MAINTENANCE & PRODUCTION RSSZRZS INDUSTRIAL

LENGTH  FREE SPEED VIBRATIONLEVEL SOUND | SOUND | AIR
AIR CONS. | 18028927 PRESS. POWER | INLET

ISO 15744 - dB(A)
1283210282 133|52 12| 84 | 95 | 1/4
13|90 230|284 134|66 12| 84 | 95 | 1/4
06|77 1951507103 08| 73 | 84 | 1/4
0.6 | 7.7 195|150 7.1 |03 : 08 | 73 84 | 1/4

Listed specifications are for reference only. Please check documents in each tool.



Shut-Off Clutch Screwdrivers

CP2621 23

QU’Q)\
80dB(A) %4
‘(SInﬂe

(TN

EASY HIGH TORQUE
SETTING FOR VARIOUS
ACCURATE TYPES OF
ASSEMBLY

FEATURES

m Straight Push-to-start operation

m Keyless Torque setting adjustment
m Color rings for torque identification

BENEFITS

m Versatile thanks to wide & high torque range
m Low Noise for operator comfort

m Excellent accuracy for various applications

CP2622

1,700 RPM

QU’E)‘

‘(SIr\ﬁe

PRODUCTIVE,
ACCURATE &
COMFORTABLE

FEATURES

m Convenient single handed fwd/rev operation
m Keyless Torque setting adjustment

m Color rings for torque identification

BENEFITS

m Productivity thanks to high speed

m Easy to operate thanks to ergonomics features
m Excellent accuracy for versatile applications

m

® See accessories on pages 65-66
9

MODEL PART NUMBER | OUTPUT = FREE MIN TORQUE
HEX SPEED

rpm

CP2611

615 192 2611
CP2621 615 192 2621
CP2622 615 192 2622

18 08|91 232[20.0 137[<25

Chicago

Pneumat'c

FASTENING

m Versatile thanlis Ito wide

torque range

m Limited Noise level for operator
comfort

m Excellent accuracy & easy torque
adjustment

GU'G)‘

A

o

&
X310

CP2611

WITH 3 AIR INLETS, THIS CP2611 CAN
BE USED IN VERTICAL AND HORIZONTAL
APPLICATIONS

rewwwe SUPER
MAINTENANCE RSS® MAINTENANCE & PRODUCTION INDUSTRIAL

GENERAL reve INDUSTRIAL
)

MAX TORQUE NETWEIGHT LENGTH  FREE SPEED VIBRATIONLEVEL SOUND | SOUND | AIR

AIR CONS. | 18028927 (m/s?) A PRESS. POWER | INLET

mm cfm ISO 15744 - dB(A)

1/4
- 75 86 1/4

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar)

Listed specifications are for reference only. Please check documents in each tool.



Shut-Off Clutch Screwdrivers
CP2005

CP2008

GU’Q}

o

‘(SInﬁe

THE MOST ROBUST
& DURABLE PISTOL

FEATURES

m Robust aluminum body

m Progressive trigger

m Convenient single handed fwd/rev operation

BENEFITS

m Accurate & reliable clutch

m Ergonomic handling for Operator comfort

m Durable housing, even for heavy duty
applications

CP2003

CP2007

Same features
as CP2003 with
higher torque

QU'E)‘

o
&

X310

COMPACT & LIGHTWEIGHT
FOR LIGHT ASSEMBLY
APPLICATIONS

FEATURES

m Straight Push-to-start operation

m Convenient single handed fwd/rev operation
m Low noise level

BENEFITS

m Compact & comfortable for production
operations

m Reliable & Accurate for various fastenings

Q\JIQ)‘

o

‘(anve

CP2010 ACCURATE & DURABLE

Same features as

CP2008 with higher

torque and higher FEATURES

speed m Accurate & durable Shut-off clutch
screwdriver

CP2012 m Robust Aluminum housing

Same features as BENEFITS

CP2010 with lever start

PART NUMBER | OUTPUT = FREE MIN TORQUE MAX TORQUE NET WEIGHT
HEX SPEED

m Ideal for multiple applications
m Perfect for disassembly

CP2003

GENERAL 5 INDUSTRIAL ' SUPER
‘ MAINTENANCE MAINTENANCE & PRODUCTION INDUSTRIAL ‘

LENGTH  FREE SPEED VIBRATIONLEVEL, SOUND | SOUND | AIR
AIR CONS. | 18028927 (m/s?) | PRESS.  POWER | INLET

CP2003
CP2005
CP2007
CP2008
CP2010
CP2012

rpm ft.Ib \ Nm ft.Ib \

615 192 2003 1/4 1,00 0295 04 |1.106
6151922005 | 1/4 |1,100|0.295: 04 |[3.17
6151922007 | 1/4 |1,100|0295 04 |[3.17
6151922008 | 1/4 |1,100|0295 04 |[3.17
6151922010 | 1/4 | 1,470 | 1475 20 |4.056
6151922012 | 1/4 | 1470|1475 20 |4.056:

All models: Hose int. 3/8" (10mm) - @90 PSI (@6.3 Bar)

Nm
1.5
4.3
4.3
4.3
5.5
5.5

cfm | s ' 1SO 15744 -dB(A) | in
7.7 197]85 40[<25 - | 73 | 84 |iBBSP
72 182|138 6.5 [<25. - 76 87  [1/8BSP
9.8 250138 65 (<25 - | 81 | 92 |8BSP
108 275|138 65 |<25 - | 76 | 87 |18BSP
1001 253 (191 9.0 (<25 - | 76 | 87 |18BSP
10.9: 278 [19.1 9.0 |<25 - 73 84  [1/4BSP

Listed specifications are for reference only. Please check documents in each tool.
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Pneumat'c

ACCESSORIES INCLUDED

FASTENING

// CP2136, CP2141 Suspension bail 894 017 0488
"
>

CP2623, CP2612 Suspension bail 894 016 8729
Bits (2 Phillips E6.3) 894 020 0791
. Color ring (4) 894 016 8074
Nipple Male 1/4"NPT -
CP2003, CP2005 Suspension bail 307683
Clutch Adjustment -
Hexagonal key 69773
( K CP782 Suspension bail C148806
CP783 Suspension bail C148774

OPTIONAL ACCESSORIES

REAR EXHAUST HOSE ASSEMBLY - NOISE REDUCER

CP2755, CP2765, CP2780  Noise reducer 205 051 6493

SIDE HANDLE

CP2755, CP2765, CP2780  Side handle 205 049 8553

STUD CLEANER (Recommended with CP2755)

894 016 8858 STUD CLEANERM20X37L  0.79 1.46 894 016 9930

894 016 9793 STUDCLEANERMZ22X37L 0.87 22 1.46 37 894 016 9931
DID YOU KNOW THAT RUSTED 894 016 9794 STUD CLEANERM24X37L 0.94 24 1.46 37 894 016 9932
BOLTS GREATLY AFFECTS CLAM-
PING FORCE? CLEAN BOLTS ARE 894 016 9927 STUD CLEANERM20XG0L  0.79 20 2.36 60 894 016 9934
KEY TO PROPER TIGHTENING. 894 016 9928 STUDCLEANERM22X60L 0.87 22 2.36 60 894 016 9935
STUD CLEANERS ARE THE IDEAL

894 016 9929 STUDCLEANERM24X60L  0.94 24 2.36 60 894 016 9936
SOLUTION. (PG. 61)

894 016 9795 STUD CLEANERM3OX6OL 1.18 30 2.36 60 894 016 9933

BALANCERS SELECTION (More balancers p208 & 209)

. CP2036 / CP2037 / CP2754 | CP2621/ CP2622 /
ol CP9911 (UP TO 1KG) 0.8-2.2 0.4-1.0 52 1600 1.3 0.6 894 109 9110 CP2003 / CP2005 / CP2007 / CP2008 / CP2010 /
CP2828 / CP2829 / CP2136 / CP2141 / CP783

CP2041 / CP2042 | CP2755 / CP2764 | CP2765 /
CP9912 (UPTO 2KG) 2.2-44 1.0-20 52 1600 1.3 0.6 8941099120 CP2780/CP2612/CP2623/CP2611/CP2816/
CP2817 / CP782

—

[—



TUNE-UP KITS ‘

4 ADAPTERS
[
W o ) DESCRIPTION PART NO. MODEL TUNE-UP KIT
. A=1/4"NPT - B=1/4"BSP 181523 CP2036 894 020 8405
A :i A=1/8"NPT - B=1/8"BSP 61103 CP2037 894 020 8401
- CP2041 894 020 8402
CP2042 894 020 8406
CP2136 894 017 0493
CcP2141 894 017 0516
CP2611 894 016 8415
OIL PROTECTO-LUBE CP2612 894 016 8416
CP2622 894 016 8464
CP2623 894 016 8330
g PESERETE NOMBER CP2765 205 050 7803
Qil for cleaning motor parts (0.12L) CA149661 CP2780 205 051 6763
Qil for cleaning motor parts (0.59L) CA000046 CP2816 894 017 4042
Qil for air lubrication (3.8L) P089507 CP2817 894 017 4068
! CP2828/CP2829 894 017 4726
DIMENSIONS
DIMENSIONS -
MODEL L
in mm in mm in. mm
CP780 83 210 5.9 150 0.78 31
CP781 8.9 226 59 150 0.78 31
CP782 9.6 245 0.76 30
CP783 226 0.61 16
CP2003 7.7 197 118 30
CP2005 72 182 56 143 0.67 17
CP2007 9.8 250 1.18 30 t 4
CP2008 10.8 275 13 32 |
CP2010 10.0 253 1.33 34 ‘ D:‘
CP2012 10.9 278 133 34
CP2036 8.2 207 181 46
CP2037 8.2 207 244 62
CP2041 6.0 152 6.5 165 0.82 21
CP2042 6.0 152 6.5 165 0.82 21
CP2136 73 185 0.79 20
CP2141 5.6 143 59 150 0.82 21
CP2611 9.3 235 6.9 175 0.89 23
CP2612 75 190 6.9 175 0.89 23
CP2621 9.1 232 1.65 42
CP2622 9.1 232 1.65 42
CP2623 8.2 207 1.65 42
CP2754 8.3 210 6.9 175 0.75 19
CP2764 9.0 228 6.7 170 0.75 19
CP2755 6207 160 59 149 0.83 21
CP2765 7 178 59 149 0.83 21
CP2780 61/2 164 59 149 0.86 22
CP2816 7718 200 158 6,2 0.79 20
CP2817 7718 200 158 6,2 0.79 20
CP2828 7112 190 1.42 36
CP2829 7112 190 - 1.42 36
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CORDLESS
TOOLS

CORDLESS TOOLS

A complete range

Based on decades of expertise in building the right equipment for
maintenance professionals, Chicago Pneumatic has developed a
comprehensive range of battery-powered tools. Our 1/2" and 3/8" impact
wrenches, 1/4" impact driver, 1/2" hammer drill, and 3/8" drill driver cover
a widest range of workshop needs.

P POWER & TORQUE
If you are used to air tools, you will be impressed with the CP cordless
performance. A custom-designed motor and durable gearbox deliver
the power and torque you need.

MOBILITY

With a CP cordless tool, your reach is endless. Portable by nature,
our impact wrenches and drill drivers will travel with you from internal
to external jobs. In addition, built in LED lights make them ideally
suited for dimly lit applications.

A GOOD FIT

Your power tool should be a natural extension of your hand. All CP
cordless tools are designed with an ergonomic handle for maximum
confort. Switches are strategically placed for comfort and ease of
use.

RUGGED

In and out of the tool box, dirty hands, greasy floors,... CP knows
the demanding conditions your equipment must endure. The
components and housing of the CP cordless range were designed to
provide maximum reliability and durability.




m Long lasting 20V / 4Ah battery or 6A
m Rubber battery dampeners absorb impacts and shoc
m Single-hand forward/reverse operation

CP8848

BATTERY

1/2" Impact Wrench

CP8848 |
Pack

Part No. 894 108 8484

Kit includes:

- (1) 1/2" cordless Impact wrench
CP8848

- (2) 6 Ah batteries

- (1) charger

CP8848K
Pack US

Part No. 894 108 8485

Kit includes:

- (1) 1/2" cordless Impact wrench
CP8848

- (2) 6 Ah batteries

- (1) charger

WEIGHT INCL. | WEIGHT EXCL.
BATTERY

20V / 4.0Ah
or 6.0Ah

CpP8848

P