
The T110 was made for integration on utility vehicles.Thanks to 
their lightweight design, they’re compact and easy to use. Single 
side service and the built-in corrosion protection make a perfect 
fit for your utility truck, no matter where you go.

STACKABLE 
UP TO THREE UNITS

Standard features
• Spillage free frame with centralized drain

• Forklift slot as standard

• Two layer coating and stainless accessories for 
    anti-corrosion protection

• Heavy duty air and fuel filter

• Ruggedized and simple control panel

• External fuel filling

• Corrosion free plastic fuel tank for full shift autonomy

Options
• After cooler and water separator

• Secondary fuel tank

• Spark arrestor and air inlet shutdown

• Safety cartridge

• Generator

• Cold weather starting aid (-4°F)

Technical data

Diesel T110-7

Normal effective working bar(psi) 7(100)

Free air delivery

l/s 47

cfm 100

m3/min 2.8

Max. ambient temperature at sea level °F 122

Min. starting temperature °F 14

Min. starting temperature (Cold Start Aid) °F -4

Engine

Model Kubota D902

Number of cylinder 3

Power output @ normal shaft speed hp 25

Full load RPM rpm 3600

Unload RPM rpm 2000

Engine oil gal 0.8

Compressor oil gal 1.3

Fuel tank gal 5.3

Optional extended fuel tank gal 2.6

Length inch 62

Width inch 29

Height inch 33

Weight lbs 1102
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T110 Truck Air
Light and compact built-in compressors



Construction equipment portfolio
Air compressors

Generators Light towers Dewatering pumps

Red rock range
• 70-250 cfm
• 100-175 psi

Medium air
• 70-920 cfm
• 100-250 psi

Hydraulic tools
• Breakers (55-86 lbs)
• Power packs 
• Additional hydraulic tools

Large air
• 565-1800 cfm
• 100-406 psi

Motor driven tools
• Breakers (50 lbs)
• Motor drills (55 lbs)
• Tie tampers (50 lbs)

Pneumatic tools
• Breakers (29-95 lbs)
• Hammers (12-29 lbs)
• Rock drills  (32-65 lbs)
• Additional air tools

• Mobile

• Portable

• Surface

• Electric submersible

• Diesel LED and MH

•  Electric LED
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For more information, please contact your CP partner:

Handheld tools

www.cp.com

Use only authorized parts. Any damage or malfunction caused by the use of unauthorized parts is not covered by Warranty or Product Liability.


